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First change

6.5.1.5
OTDOA Location Information Elements

–
OTDOA-SignalMeasurementInformation

The IE OTDOA-SignalMeasurementInformation is used by the target device to provide RSTD measurements to the location server. The RSTD measurements are provided for a neighbour cell and the RSTD reference cell, both of which are provided in the IE OTDOA-ProvideAssistanceData. The RSTD reference cell may or may not be the same as the assistance data reference cell provided in OTDOA-ReferenceCellInfo or OTDOA-ReferenceCellInfoNB. If the target device stops reporting inter-frequency RSTD measurements, where the inter-frequency RSTD measurement is an OTDOA RSTD measurement with at least one cell on a frequency different from the serving cell frequency, the LPP layer shall inform lower layers that inter-frequency RSTD measurements are stopped.
NOTE 1:
If there are more than 24 NeighbourMeasurementElement to be sent, the target device may send them in multiple ProvideLocationInformation messages, as described under sub-clause 5.3.

NOTE 2:
If NPRS/PRS antenna ports are quasi co-located, the target device provides a single RSTD measurement for the quasi co-located antenna ports of NPRS/PRS.
NOTE 3:  If UE choses RSTD reference cell different from assistance data reference cell, then assistance data reference cell is considered as a neighbour cell.
-- ASN1START

OTDOA-SignalMeasurementInformation ::= SEQUENCE {


systemFrameNumber

BIT STRING (SIZE (10)),


physCellIdRef


INTEGER (0..503),


cellGlobalIdRef


ECGI




OPTIONAL,


earfcnRef



ARFCN-ValueEUTRA

OPTIONAL,

-- Cond NotSameAsRef0


referenceQuality

OTDOA-MeasQuality

OPTIONAL,


neighbourMeasurementList
NeighbourMeasurementList,


...,


[[ earfcnRef-v9a0

ARFCN-ValueEUTRA-v9a0
OPTIONAL

-- Cond NotSameAsRef1


]],


[[ tpIdRef-r14


INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer0



prsIdRef-r14

INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer1



additionalPathsRef-r14









AdditionalPathList-r14
OPTIONAL,



nprsIdRef-r14

INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer2



carrierFreqOffsetNB-Ref-r14








CarrierFreqOffsetNB-r14
OPTIONAL,

-- Cond NB-IoT



hyperSFN-r14

BIT STRING (SIZE (10))
OPTIONAL

-- Cond H-SFN


]]

}

NeighbourMeasurementList ::= SEQUENCE (SIZE(1..24)) OF NeighbourMeasurementElement

NeighbourMeasurementElement ::= SEQUENCE {


physCellIdNeighbour

INTEGER (0..503),


cellGlobalIdNeighbour
ECGI




OPTIONAL,


earfcnNeighbour


ARFCN-ValueEUTRA

OPTIONAL,

-- Cond NotSameAsRef2


rstd




INTEGER (0..12711),


rstd-Quality


OTDOA-MeasQuality,


...,


[[ earfcnNeighbour-v9a0
ARFCN-ValueEUTRA-v9a0
OPTIONAL

-- Cond NotSameAsRef3


]],


[[ tpIdNeighbour-r14
INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer0



prsIdNeighbour-r14
INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer1



delta-rstd-r14

INTEGER (0..5)


OPTIONAL,



additionalPathsNeighbour-r14









AdditionalPathList-r14
OPTIONAL,



nprsIdNeighbour-r14
INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer2



carrierFreqOffsetNB-Neighbour-r14








CarrierFreqOffsetNB-r14
OPTIONAL

-- Cond NB-IoT


]]

}

AdditionalPathList-r14 ::= SEQUENCE (SIZE(1..maxPaths-r14)) OF AdditionalPath-r14

maxPaths-r14    INTEGER ::= 2

-- ASN1STOP
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