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<Start of modified section>
5.5a
Multi-carrier operation for NB-IoT

For NB-IoT, multi-carrier operation is supported.

The UE in RRC_CONNECTED can be configured, via UE-specific RRC signaling, to a non-anchor carrier, for all unicast transmissions. The UE in RRC_IDLE, based on broadcast/multicast signaling, can use a non-anchor carrier for SC-PTM reception. The UE in RRC_IDLE can, based on broadcast signaling, use a non-anchor carrier for paging reception. The UE in RRC_IDLE or RRC_CONNECTED, based on broadcast signaling, can use a non-anchor carrier for random access. If the non-anchor carrier is not configured for the UE, all transmissions occur on the anchor carrier. The valid anchor and non-anchor carrier combinations are provided in Table 5.5a-1.

Table 5.5a-1: Anchor and non-anchor carrier deployment combinations

	
	Anchor Carrier

	
	
	In-band
	Guard-band
	Standalone

	Non-Anchor Carrier
	In-band
	Valid (Note 1)
	Valid (Note 1)
	Valid (Note 2)

	
	Guard-band
	Valid (Note 1)
	Valid (Note 1)
	Valid (Note 2)

	
	Standalone
	Valid (Note 2)
	Valid (Note 2)
	Valid (Note 2)


NOTE 1:
Both carriers associated with the same LTE cell.

NOTE 2:
Total frequency span to not exceed 20MHz and both anchor and non-anchor carriers synchronised.
<End of modified section>
