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1. Overall Description:
In the Random Access procedure for LTE in 36.321, section 5.1.2, the MAC layer determines the selection of Random Access Preambles group B according to  
[bookmark: _Hlk506148013]-	if Random Access Preambles group B exists and any of the following events occur:
-	the potential message size (UL data available for transmission plus MAC header and, where required, MAC control elements) is greater than messageSizeGroupA and the pathloss is less than PCMAX,c (of the Serving Cell performing the Random Access Procedure) – preambleInitialReceivedTargetPower – deltaPreambleMsg3 – messagePowerOffsetGroupB; 
-	the Random Access procedure was initiated for the CCCH logical channel and the CCCH SDU size plus MAC header is greater than messageSizeGroupA;
-	select the Random Access Preambles group B;
In 38.321, the parameters messagePowerOffsetGroupB and deltaPreambleMsg3 are not yet included. In LTE these parameters are signalled by RRC. In 38.331, only messagePowerOffsetGroupB is included so far.

RAN2 believe that the need and values for the parameters messagePowerOffsetGroupB and deltaPreambleMsg3 should be determined by RAN1. 

2. Actions:
To RAN1 group.
ACTION: 	RAN2 asks RAN1 to determine the need and values for the parameters messagePowerOffsetGroupB and deltaPreambleMsg3. 

3. Date of Next RAN2 Meetings:
RAN2#101-Bis	16th – 20th April 2018	Sanya, CN
RAN2#102	21st – 25th May 2018	Busan, KR


