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	Reason for change:
	1) The number of SL processes with the Sidelink HARQ Entity for V2X transmission is not clear. 
2) The maximum number of SL processes for transmissions of multiple MAC PDUs without sensing is not clear. 


	
	

	Summary of change:
	1) Section 5.1.14.1.2.1: Added explicit indication of up to 8 SL processes with the Sidelink HARQ Entity supported for V2X transmission.
2) Section 5.1.14.1.2.1: Clarified that the maximum number of SL processes with the Sidelink HARQ Entity for transmissions of multiple MAC PDUs is 2 and removed reference to sensing.
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SL HARQ operation for V2X communication
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UE not implementing this functionality may assume that the number of total SL processes for V2X transmission is greater than 8.
UE not implementing this CR may assume that the maximum number of SL processes with the Sidelink HARQ Entity for transmissions of multiple MAC PDUs is more than 2
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5.14.1.2	Sidelink HARQ operation
[bookmark: _Toc494136317]5.14.1.2.1	Sidelink HARQ Entity
There is one Sidelink HARQ Entity at the MAC entity for transmission on SL-SCH, which maintains a number of parallel Sidelink processes.
The number of transmitting Sidelink processes associated with the Sidelink HARQ Entity is defined in [8]. Up to 8 Sidelink processes with the Sidelink HARQ Entity are supported for V2X sidelink transmission. A sidelink process may be configured for transmissions of multiple MAC PDUs based on sensing. For transmissions of multiple MAC PDUs based on sensing, the maximum number of transmitting Sidelink processes with the Sidelink HARQ Entity is 2.
A delivered and configured sidelink grant and its associated HARQ information are associated with a Sidelink process.
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