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1. Introduction
In NR, supplementary uplink is configured for enhancing the range of uplink transmission. In PDCCH config, the time domain resource allocation is configured for the uplink transmission of PUSCH and the aggregation factor is also configured for the PDCCH monitoring. 
However, in the current configuration, there is only a single configuration for pusch-AllocationList and pusch-AggregationFactor, while there is no considerations for the supplementary uplink. While for SUL, it has been agreed that both the SUL and UL can be simultaneously configured with PUSCH. It is then naturally that PUSCH-allocationList and pusch-AggregationFactor should be separated for UL and SUL. 

Proposal 1: pusch-AllocationList and pusch-AggregationFactor can be different for NR UL and SUL, and therefore should have two sets of these parameters.
2. Conclusion
In this contribution, we discuss the configuration of PDCCH-config in the case of SUL configuration. The following proposals have been made:
Proposal 1: pusch-AllocationList and pusch-AggregationFactor can be different for NR UL and SUL, and therefore should have two sets of these parameters.
Based on the above proposals, we also propose the following configurations for the TimeDomainResourceAllocaiton and pusch-AggregationFactor under SUL configuration.
pusch-AllocationList




SEQUENCE (SIZE(1..maxNrofUL-Allocations)) OF PUSCH-TimeDomainResourceAllocation
supplementaryUL-PUSCH-AllocationList




SEQUENCE (SIZE(1..maxNrofUL-Allocations)) OF PUSCH-TimeDomainResourceAllocation
pusch-AggregationFactor




ENUMERATED { n2, n4, n8 }



OPTIONAL, 
-- Need R




supplementaryUL-PUSCH-AggregationFactor
ENUMERATED { n2, n4, n8 }                OPTIONAL, 
-- Need R
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