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1 Introduction
In [1] there is an incoming LS from SA5 to RAN2 regarding attributes for QoE measurement collection, which is discussed in this contribution. 
2 Discussion
In the incoming LS [1] SA5 have analysed attributes for QoE measurement collection and they ask other working groups to check the analysis and possible impact on other working groups. 

The attributes are described in the accompanying document [2]. The attributes in chapter 4.1 are part of the QoE measurement container and are better discussed in SA4. 
In chapter 4.2 SA5 proposes some additional attributes which are further discussed here.

The areaScope is currently optionally included in the QoE container. There could be issues with the size of the areaScope as mentioned in [2] and it could be discussed further whether it is necessary to send the areaScope to the UE. If eNB would handle the area it is not necessary to send the area to the UE, which would decrease the size of the RRC message. 
The percentOfAreaSessions is currently in the QoE container. The need for the attribute is perhaps a bit unclear, but it is better discussed in SA4 and SA5.

The pLMNTarget is currently known to eNB when the measurements are initiated from the core network. The new attribute for discussion is when the measurements are initiated from O&M directly to eNB and it is better discussed in SA4 and SA5.
The qoECollectionEntityAddress is currently known to eNB when the measurements are initiated from the core network. The new attribute for discussion is when the measurements are initiated from O&M directly to eNB and it is better discussed in SA4 and SA5.
The qoEReference is a reference to the QoE job, i.e. the job that is setup when the UE receives the QoE measurement container and gets ready to perform measurements for any streaming session that will occur. It could be discussed whether the qoEReference should be placed outside or inside the container. If placed outside the container it can be used as a way for RAN to stop all jobs with the same scope, e.g. UEs performing measurements in one particular area, but not stop measurements for UEs performing measurements in another area. It is possible to have the attributes outside the container, but it is not necessary to send the qoEReference to the UEs, only to eNB. It is therefore more suitable to discuss it in RAN3, SA4 and SA5. 
The qoETarget is typically the IMSI. It is currently known to eNB when the Trace function is being used, i.e. when the measurements are initiated from the core network. If the Trace function will not be used this information needs to be sent, but it is also better discussed in RAN3, SA4 and SA5 as it will not impact RAN2.

The serviceType is handled in a separate LS [3] to RAN2#100 and which has not been answered yet. There are two options for this attribute, to either have separate containers for each type of service, or to have a new information element for indicating the service type and use the same container for all types of services. SA4 has discussed it and proposes in the LS [3] to add a field for the service type and use the same container for all types of services. It is proposed that RAN2 follows the recommendation from SA4 and introduce the service type. 
Conclusion: 

The attributes that seem to impact RAN2 are the areaScope and the serviceType. It is proposed to reply to LS [1] saying that RAN2 has analysed the attributes and concluded that if the areaScope is not sent to the UE the size of the RRC message is decreased, see proposal for LS in [6]. The serviceType is handled separately in [4] and [5]. 
Proposal 1: Send a reply LS to SA5 saying that RAN2 has analysed the proposed new attributes and concluded that if the areaScope is not sent to the UE the size of the RRC message is decreased. 
Proposal 2: The attribute serviceType is handled i separately in the reply LS on new service type.
3 Summary
RAN2 is kindly asked to discuss the following proposal:
Proposal 1: Send a reply LS to SA5 saying that RAN2 have analysed the proposed new attributes and concluded that if the areaScope is not sent to the UE the size of the RRC message is decreased. 

Proposal 2: The attribute serviceType is handled i separately in the reply LS on new service type.
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