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Introduction
This contribution contains the updated text proposal for RAN-based Notification Area configuration based on offline discussion [RAN2#101 offline#19].
[bookmark: _Ref189046994]Text Proposal
[bookmark: _Toc502484369]9.2.2.3	RAN-Based Notification Area
A UE in the RRC_INACTIVE state can be configured with an RAN-based Notification Area (RNA), where:
-	the RNA can cover a single or multiple cells, and shall be contained within the CN registration areathe RNA can cover a single or multiple cells, and can be smaller than CN area;
-	a RAN-based notification area update (RNAU) is periodically sent by the UE and is also sent when the cell reselection procedure of the UE selects a cell that does not belong to the configured RNA.
[bookmark: _Hlk507754722][bookmark: _Hlk507754746]There are several different alternatives on how the RNA can be configured:
-	List of cells:
-	A UE is provided an explicit list of cells (one or more) that constitute the RNA.
-	List of RAN areas:
-	A UE is provided (at least one) RAN area ID, where a RAN area is a subset of a CN Tracking Area or equal to a CN Tracking Area. A RAN area is specified by one RAN area ID, which consists of a TAI and optionally a RAN area Code;
[bookmark: _GoBack]-	A cell broadcasts (at least one) a RAN area ID in the system information so that a UE knows which area the cell belongs to.
NG RAN may provide different RNA definitions to different UEs but not mix different definitions to the same UE at the same time. UE shall support all RNA configuration options listed above.
