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Introduction
In the current MAC specs, only the selection of preamble has been clearly specified. However, the selection of rach occasion is still missing, especially in case that one SSB is associated to multiple consecutive ROs. Therefore, the intention of this contribution is to discuss the selection of ROs in RA procedure.
Discussion
The current definition of IE ssb-perRACH-OccasionAndCB-PreamblesPerSSB can be found as follow:
	-- Number of SSBs per RACH occasion (L1 parameter 'SSB-per-rach-occasion') and the number of Contention Based preambles per SSB
	-- (L1 parameter 'CB-preambles-per-SSB'). By multiplying the two values, the UE determines the total number of CB preambles.
	ssb-perRACH-OccasionAndCB-PreamblesPerSSB	CHOICE { 
		oneEighth								ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32,n36,n40,n44,n48,n52,n56,n60,n64}, 
		oneFourth								ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32,n36,n40,n44,n48,n52,n56,n60,n64}, 
		oneHalf									ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32,n36,n40,n44,n48,n52,n56,n60,n64}, 
		one										ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32,n36,n40,n44,n48,n52,n56,n60,n64}, 
		two										ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32}, 
		four									INTEGER (1..16), 
		eight									INTEGER (1..8), 
		sixteen									INTEGER (1..4)
	}	

According to the ASN.1, it can be observed that one SSB can be associated to multiple consecutive ROs in case the SSB-per-rach-occasion is less than 1 (e.g. 1/2, 1/4, 1/8). For example, as shown in the figure blewo, 8 FDMed ROs are configured in the same time domain, and one SSB is associated to the 8 FDMed RO. 
[image: 捕获]
Fig.1 The mapping relationship between SSBs and ROs
In such case, for CBRA, similar as the selection of preamble, we think the UE should select a RO randomly with equal probability from the 8 consecutive ROs associated with the selected SSB.
Proposal 1: For the CBRA, in case one SSB is associated to multiple consecutive ROs, the UE should select a RO randomly with equal probability from the consecutive ROs associated with the selected SSB.
Conclusion
Based on the analysis given above, we give our observation and proposal as follow:
Proposal 1: For the CBRA, in case one SSB is associated to multiple consecutive ROs, the UE should select a RO randomly with equal probability from the consecutive ROs associated with the selected SSB. 
One draft CR is given in annex.
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---------------------------------------------------- First change ----------------------------------------------------------------
[bookmark: _Toc510431860]5.1.2	Random Access Resource selection
The MAC entity shall:
1>	if the Random Access procedure was initiated for beam failure recovery (as specified in subclause 5.17); and
1>	if the contention-free Random Access Resources for beam failure recovery request associated with any of the SSBs and/or CSI-RSs have been explicitly provided by RRC; and
1>	if at least one of the SSBs with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs or the CSI-RSs with CSI-RSRP above csirs-Threshold amongst the associated CSI-RSs is available:
2>	select an SSB with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs or a CSI-RS with CSI-RSRP above csirs-Threshold amongst the associated CSI-RSs;
2>	set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected SSB or CSI-RS from the set of Random Access Preambles for beam failure recovery request.
1>	else if the ra-PreambleIndex has been explicitly provided by either PDCCH or RRC; and
1>	if the ra-PreambleIndex is not 0b000000; and
1>	if contention-free Random Access Resource associated with SSBs or CSI-RS have not been explicitly provided by RRC:
2>	set the PREAMBLE_INDEX to the signalled ra-PreambleIndex.
1>	else if the contention-free Random Access Resources associated with SSBs have been explicitly provided by RRC and at least one SSB with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs is available:
2>	select an SSB with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs;
2>	set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected SSB.
1>	else if the contention-free Random Access Resources associated with CSI-RSs have been explicitly provided by RRC and at least one CSI-RS with CSI-RSRP above csirs-Threshold amongst the associated CSI-RSs is available:
2>	select a CSI-RS with CSI-RSRP above csirs-Threshold amongst the associated CSI-RSs;
2>	set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected CSI-RS.
1>	else:
2>	if at least one of the SSBs with SS-RSRP above rsrp-ThresholdSSB is available:
3>	select an SSB with SS-RSRP above rsrp-ThresholdSSB.
2>	else:
3>	select any SSB.
2>	if Msg3 has not yet been transmitted:
3>	if Random Access Preambles group B exists; and
3>	if the potential Msg3 size (UL data available for transmission plus MAC header and, where required, MAC CEs) is greater than ra-Msg3SizeGroupA and the pathloss is less than PCMAX (of the Serving Cell performing the Random Access Procedure) – preambleReceivedTargetPower – deltaPreambleMsg3 – messagePowerOffsetGroupB:
4>	select the Random Access Preambles group B.
3>	else:
4>	select the Random Access Preambles group A.
2>	else (i.e. Msg3 is being retransmitted):
3>	select the same group of Random Access Preambles as was used for the Random Access Preamble transmission attempt corresponding to the first transmission of Msg3.
2>	if the association between Random Access Preambles and SSBs is configured:
3>	select a ra-PreambleIndex randomly with equal probability from the Random Access Preambles associated with the selected SSB and the selected Random Access Preambles group.2>	else:
3>	select a ra-PreambleIndex randomly with equal probability from the Random Access Preambles within the selected Random Access Preambles group.
2>	set the PREAMBLE_INDEX to the selected ra-PreambleIndex.
1>	if an SSB is selected above and an association between PRACH occasions and SSBs is configured:
[bookmark: _GoBack]2>	determine the next available PRACH occasion from the PRACH occasions corresponding to the selected SSB permitted by the restrictions given by the ra-ssb-OccasionMaskIndex if configured (the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion corresponding to the selected SSB).
1>	else if a CSI-RS is selected above and an association between PRACH occasions and CSI-RSs is configured:
2>	determine the next available PRACH occasion from the PRACH occasions in ra-OccasionList corresponding to the selected CSI-RS (the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion corresponding to the selected CSI-RS).
1>	else if a SSB is selected above and the selected SSB is associated to multiple consecutive RACH occasions:
2>	Select a RACH occasion randomly with equal probability from the next available consecutive PRACH occasions associated with the selected SSB (the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion).
1>	else 
2>	determine the next available PRACH occasion (the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion).
1>	perform the Random Access Preamble transmission procedure (see subclause 5.1.3).
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