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1. Overall Description:
RAN2 would like to inform RAN1 about potential progress regarding the RAN2 discussion on the timing of SCell state in euCA WID.
For the timing of direct SCell activation, RAN2 has agreed the following:
· When SCell is configured as activated, the PUCCH format changes to take this into account at n+20 (i.e. after the RRC processing delay). 
RAN2 believes the timing of the actions related to the sCellDeactivationTimer associated with the secondary cell shall be also defined in 36.213.

For the new SCell state, RAN2 has agreed the following:
· The New Scell state will be called “Dormant Scell state” 

· A dormant Scell follows PCell DRX for CQI/RRM measurement report triggering.

· A new MAC CE will be defined for state transition in/out of the dormant state. Legacy MAC CE is still used as in Rel-10 CA, i.e. for state transitions between activated and deactivated SCell states.

· The following state transitions are supported for the Dormant state:

· Active state to Dormant state

· Dormant state to Deactivated state.

· Dormant state to Active state

Other state transitions are TBD.
RAN2 believes when a UE receives MAC CE for SCell state transition from activated SCell state to the dormant SCell state, the timing of dormant SCell state should be defined, i.e., the actions related to CSI reporting on a serving cell which is active and the sCellDeactivationTimer associated with the secondary cell shall be applied in subframe n+8.

A complementary TP is available in section 4 to capture above potential progress into latest TS 36.213, section 4.3.
2. Actions:
To RAN WG1:
ACTION:    RAN2 kindly requests RAN1 to capture the above progress into 36.213 specification. 
3. Date of Next TSG-RAN2 Meetings:
TSG RAN2 Meeting # 102                     May 21st – May 25th 2018             Busan, South Korea

TSG RAN2 NR ad-hoc meeting            July 2nd –July 6th 2018                   Montreal, Quebec, Canada

4. Text Proposal

When a UE receives an activation or dormant state command [8] for a secondary cell in subframe n, the corresponding actions in [8] shall be applied no later than the minimum requirement defined in [10] and no earlier than subframe n+8, except for the following:
-
the actions related to CSI reporting on a serving cell which is active in subframe n+8
-
the actions related to the sCellDeactivationTimer associated with the secondary cell [8] 
which shall be applied in subframe n+8. 

-
the actions related to CSI reporting on a serving cell which is not active in subframe n+8
which shall be applied in the earliest subframe after n+8 in which the serving cell is active.
When a UE is direct activation for a secondary cell in subframe n, the corresponding actions in [8] shall be applied no later than the minimum requirement defined in [10] and no earlier than subframe n+20, except for the following:
-
the actions related to CSI reporting on a serving cell which is active in subframe n+20
-
the actions related to the sCellDeactivationTimer associated with the secondary cell [8] 
which shall be applied in subframe n+20. 

-
the actions related to CSI reporting on a serving cell which is not active in subframe n+20
which shall be applied in the earliest subframe after n+20 in which the serving cell is active.
When a UE receives a deactivation command [8] for a secondary cell or the sCellDeactivationTimer associated with the secondary cell expires in subframe n, the corresponding actions in [8] shall apply no later than the minimum requirement defined in [10], except for the actions related to CSI reporting on a serving cell which is active which shall be applied in subframe n+8.
