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1. Overall Description:
RAN2 has discussed the LS C1-181790 on TAI and forbidden TAI list for 5GS and would like to provide the following feedback: 

Question 1: If an eNB is connected both to an EPC and to a 5GC, and the cell is not a shared network cell, will the eNB broadcast only 1 TAI value which is common for E-UTRA connected to EPC and for E-UTRA connected to 5GC, or will it broadcast 2 TAI values, one for E-UTRA connected to EPC and for E-UTRA connected to 5GC each? 

Answer: In RAN2 #101 it was agreed that a new TAC field for 5GC will be introduced, that is separate from TAC for EPC, this to enable different TAC value for EPC and 5GC. It was further agreed that TAC for 5GC can be PLMN-specific.

Further RAN2 also take note of the decision by CT1, to
“…introduce a list of "5GS forbidden tracking areas for roaming" for the NAS protocol in TS 24.501, similar to the list of "forbidden tracking areas for roaming" defined in TS 24.301. The list of "5GS forbidden tracking areas for roaming" can include both E-UTRA TAIs and NR TAIs. NAS will provide this list to the AS where it can be used to determine whether a cell is considered "suitable" for camping and obtaining normal service from a 5GC.

This means the new list will also be relevant for an E-UTRA cell supporting a connection to 5GC.”

and RAN2 will consider it in following work.


3. Date of Next RAN2 Meetings:
RAN2#102	21st – 25th May 2018, Busan, South Korea
RAN2-AH-1807	2nd – 6th July 2018, Montreal, Canada

