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	Reason for change:
	PDCP SDUs/PDUs of DRBs are discarded upon the release of PDCP entity. There are mobility scenarios where it is benefical to allow UE implementation to re-route the PDCP SDUs from the released PDCP entity to the newly established PDCP entity.

	
	

	Summary of change:
	Upon PDCP entity release, for DRBs, it is up to UE implementation whether to discard all stored PDCP SDUs and PDCP PDUs in the transmitting PDCP entity.
Impact Analysis
Impacted functionality:
PDCP entity release

Inter-operability:

No interoperability issue is foreseen since the change is related to UE implementation.
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	There is additional packet loss during some mobility scenarios.
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5.1.3
PDCP entity release

When upper layers request a PDCP entity release for a radio bearer, the UE shall:

-
for SRBs, discard all stored PDCP SDUs and PDCP PDUs in the transmitting PDCP entity;
-
for UM DRBs and AM DRBs, deliver the PDCP SDUs stored in the receiving PDCP entity to upper layers in ascending order of associated COUNT values after performing header decompression, if not decompressed before;

-
release the PDCP entity for the radio bearer.
NOTE:
For DRBs, it is up to UE implementation whether to discard all stored PDCP SDUs and PDCP PDUs in the transmitting PDCP entity.
