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	CHANGE START


–
BandCombinationList
The IE BandCombinationList contains a list of NR CA and/or MR-DC band combinations (also including DL only or UL only band).

BandCombinationList information element

-- ASN1START

-- TAG-BANDCOMBINATIONLIST-START

BandCombinationList ::=
SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination

BandCombination ::= SEQUENCE {


bandAndDL-ParametersList


BandAndDL-ParametersList,


bandCombinationsUL




BIT STRING (SIZE (1.. maxBandComb)),


bandCombinationParametersList

SEQUENCE (SIZE (1..maxBandComb)) OF BandCombinationParameters 
OPTIONAL,

powerClass-FR1ENDC-NRCA



ENUMERATED {dB23, dB26}
}

BandAndDL-ParametersList ::= SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandAndDL-Parameters

BandAndDL-Parameters ::= CHOICE {


bandAndDL-ParametersEUTRA
BandAndDL-ParametersEUTRA,


bandAndDL-ParametersNR

BandAndDL-ParametersNR

}

BandCombinationParameters ::= SEQUENCE {


ca-ParametersNR




CA-ParametersNR


OPTIONAL,

mrdc-Parameters




MRDC-Parameters


OPTIONAL
}
CA-ParametersNR ::=
SEQUENCE {

multipleTimingAdvances

ENUMERATED {supported}



OPTIONAL,

-- R4 2-5: Simultaneous reception and transmission for inter band CA (TDD-TDD or TDD-FDD)


simultaneousRxTxInterBandCA


ENUMERATED {supported}

OPTIONAL,
-- BCS related to R4 2-1 and Updated CA BW class in R4-1803374


supportedBandwidthCombinationSet
BIT STRING (SIZE (1..32))
OPTIONAL
}
MRDC-Parameters ::=
SEQUENCE {

singleUL-Transmission

ENUMERATED {supported}

OPTIONAL,

-- R4 1-10: Support of EN-DC with LTE-NR coexistence in UL sharing from UE perspective


ul-SharingEUTRA-NR




ENUMERATED {supported}

OPTIONAL,
-- R4 1-11: Switching time between LTE UL and NR UL for EN-DC with LTE-NR coexistence in UL sharing from UE perspective


ul-SwitchingTimeEUTRA-NR


ENUMERATED {type1, type2}
OPTIONAL,
-- R4 2-4: Simultaneous reception and transmission for inter-band EN-DC (TDD-TDD or TDD-FDD)


simultaneousRxTxInterBandENDC

ENUMERATED {supported}

OPTIONAL,
-- R4 2-6: Asynchronous FDD-FDD intra-band EN-DC


asyncIntraBandENDC




ENUMERATED {supported}

OPTIONAL,


basebandProcesingCombinationMRDC 
BasebandProcessingCombinationMRDC

}

BandAndDL-ParametersEUTRA ::= SEQUENCE {


bandEUTRA




FreqBandIndicatorEUTRA,


ca-BandwidthClassDL-EUTRA
CA-BandwidthClassEUTRA

OPTIONAL,

intraBandContiguousCC-InfoDL-EUTRA-List

SEQUENCE (SIZE (1.. maxNrofServingCellsEUTRA)) OF IntraBandContiguousCC-InfoDL-EUTRA

OPTIONAL
}

BandAndDL-ParametersNR ::= SEQUENCE {


bandNR





FreqBandIndicatorNR,


ca-BandwidthClassDL


CA-BandwidthClassNR


OPTIONAL,

-- R4 2-3: Non-contiguous intra-band CA frequency separation class for FR2 as in the RAN4 LS R4-1803363


intraBandFreqSeparationDL
FreqSeparationClass




OPTIONAL,


intraBandContiguousCC-InfoDL-List

SEQUENCE (SIZE (1.. maxNrofServingCells)) OF IntraBandContiguousCC-InfoDL

OPTIONAL
}

IntraBandContiguousCC-InfoDL ::=
SEQUENCE {
-- Related to RAN4 LS R2-1804078


maxNumberMIMO-LayersPDSCH


MIMO-LayersDL




OPTIONAL
}

IntraBandContiguousCC-InfoDL-EUTRA ::=
SEQUENCE {
-- Related to RAN4 LS R2-1804078


mimo-CapabilityDL




ENUMERATED {twoLayers, fourLayers, eightLayers}




OPTIONAL
}

-- TAG-BANDCOMBINATIONLIST-STOP

-- ASN1STOP
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