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	Reason for change:
	IDC hardware sharing is a separate UE capability from other IDC-related capabilities, while its support in RRC procedures is incomplete: 
1. Specification when UE is configured for IDC hardware sharing problem indications is missing 

2. Specification that UE may initiate IDC indication procedure to report hardware sharing problems is missing 

3. Relation of generic IDC problems to UE’s IDC hardware sharing problem indications is undefined.

4. Validity of IDC message in case the UE does no longer experience hardware sharing problems even when no measurement objects are configured is undefined. For example, HO target eNB might not configure any measObjectEUTRA for LAA carriers, but if it received hardwareSharingProblem-r13 in AS-Context then it still needs to be informed when the UE no longer experiences hardware sharing problem.

	
	

	Summary of change:
	Procedural text regarding configuration and sending InDeviceCoexIndication for IDC sharing problems adds:
1. Specification when UE is configured for IDC hardware sharing problem indications in section 5.3.10.9

2. Specification that UE may initiate IDC indication procedure to report hardware sharing problems in section 5.6.9.2

3. Clarification that UE can send IDC hardware sharing problem indications for frequencies on which an LAA cell is configured and activated, configured and deactivated, or not configured, by defining “IDC problems” to include IDC hardware sharing problem, so that 5.6.9.2 NOTE 2 applies to hardware sharing problems.
4. Clarification that “IDC problems” include UL CA IDC problem, so that 5.6.9.2 NOTE 2 applies to UL CA IDC problem.
5. Clarification in section 5.6.9.3 that UE shall send an IDC message to report that it is no longer experiencing hardware sharing problems even when no measurement objects are configured.
Impact analysis

Impacted functionality:

IDC for hardware sharing problems
Inter-operability: 

1. If the network is implemented according to the CR and the UE is not, the UE IDC hardware sharing problems can not be resolved.
2. If the UE is implemented according to the CR and the network is not, the UE IDC hardware sharing problems can not be resolved.

	
	

	Consequences if not approved:
	IDC for hardware sharing problems miss specification and cannot be handled.
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Modified Subclause
5.3.10.9
Other configuration

The UE shall:

1>
if the received otherConfig includes the reportProximityConfig:

2>
if proximityIndicationEUTRA is set to enabled:

3>
consider itself to be configured to provide proximity indications for E-UTRA frequencies in accordance with 5.3.14;

2>
else:

3>
consider itself not to be configured to provide proximity indications for E-UTRA frequencies;

2>
if proximityIndicationUTRA is set to enabled:

3>
consider itself to be configured to provide proximity indications for UTRA frequencies in accordance with 5.3.14;

2>
else:

3>
consider itself not to be configured to provide proximity indications for UTRA frequencies;

1>
if the received otherConfig includes the obtainLocation:

2>
attempt to have detailed location information available for any subsequent measurement report;

NOTE:
The UE is requested to attempt to have valid detailed location information available whenever sending a measurement report for which it is configured to include available detailed location information. The UE may not succeed e.g. because the user manually disabled the GPS hardware, due to no/poor satellite coverage. Further details, e.g. regarding when to activate GNSS, are up to UE implementation.

1>
if the received otherConfig includes the idc-Config:

2>
if idc-Indication is included (i.e. set to setup):

3>
consider itself to be configured to provide IDC indications in accordance with 5.6.9;

3>
if idc-Indication-UL-CA is included (i.e. set to setup):

4>
consider itself to be configured to indicate UL CA related information in IDC indications in accordance with 5.6.9;

2>
if inDeviceCoexInd-HarwareSharingInd is included (i.e. set to setup):

3>
consider itself to be configured to provide IDC hardware sharing problem indications in accordance with 5.6.9;
2>
else:

3>
consider itself not to be configured to provide IDC indications;

2>
if autonomousDenialParameters is included:

3>
consider itself to be allowed to deny any transmission in a particular UL subframe if during the number of subframes indicated by autonomousDenialValidity, preceeding and including this particular subframe, it autonomously denied fewer UL subframes than indicated by autonomousDenialSubframes;

2>
else:

3>
consider itself not to be allowed to deny any UL transmission;

1>
if the received otherConfig includes the powerPrefIndicationConfig:

2>
if powerPrefIndicationConfig is set to setup:

3>
consider itself to be configured to provide power preference indications in accordance with 5.6.10;

2>
else:

3>
consider itself not to be configured to provide power preference indications;

1>
if the received otherConfig includes the sps-AssistanceInfoReport:

2>
if sps-AssistanceInfoReport is set to TRUE:

3>
consider itself to be configured to provide SPS assistance information in accordance with 5.6.10;

2>
else

3>
consider itself not to be configured to provide SPS assistance information;

1>
if the received otherConfig includes the bw-PreferenceIndicationTimer:

2>
consider itself to be configured to provide maximum PDSCH/PUSCH bandwidth preference indication in accordance with 5.6.10;

1>
else:

2>
consider itself not to be configured to provide maximum PDSCH/PUSCH bandwidth indication preference;

1>
if the received otherConfig includes the delayBudgetReportingConfig:

2>
if delayBudgetReportingConfig is set to setup:

3>
consider itself to be configured to send delay budget reports in accordance with 5.6.18;

2>
else:

3>
consider itself not to be configured to send delay budget reports and stop timer T342, if running;

1>
if the received otherConfig includes the overheatingAssistanceConfig:

2>
if overheatingAssistanceConfig is set to setup:

3>
consider itself to be configured to provide overheating assistance information in accordance with 5.6.10;

2>
else:

3>
consider itself not to be configured to provide overheating assistance information and stop timer T345, if running;

1>
for BL UEs or UEs in CE, if the received otherConfig includes the rlm-ReportConfig:

2>
if rlm-ReportConfig is set to setup:

3>
consider itself to be configured to detect "early-out-of-sync" and "early-in-sync" RLM events as specified in 5.3.11;

3> if rlmReportRep-MPDCCH is set to setup:

4> consider itself to be configured to report rlmReportRep-MPDCCH in accordance with 5.6.10;

2>
else:

3>
consider itself not to be configured to detect "early-out-of-sync" and "early-in-sync" RLM events and stop timer T343, timer T344, timer T314 and timer T315 if running;

Next Modified Subclause
5.6.9.2
Initiation

A UE capable of providing IDC indications or IDC hardware sharing problem indications may initiate the procedure when it is configured to provide IDC indications or to provide IDC hardware sharing problem indications respectively and upon change of IDC problem information. "IDC problems" refers to any problem reported by InDeviceCoexIndication message, including UL CA related information in IDC indications, or IDC hardware sharing problems.
Upon initiating the procedure, the UE shall:
1>
if configured to provide IDC indications:

2>
if the UE did not transmit an InDeviceCoexIndication message since it was configured to provide IDC indications:

3>
if on one or more frequencies for which a measObjectEUTRA is configured, the UE is experiencing IDC problems that it cannot solve by itself; or

3>
if configured to provide IDC indications for UL CA; and if on one or more supported UL CA combination comprising of carrier frequencies for which a measurement object is configured, the UE is experiencing IDC problems that it cannot solve by itself:

4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;

2>
else:

3>
if the set of frequencies, for which a measObjectEUTRA is configured and on which the UE is experiencing IDC problems that it cannot solve by itself, is different from the set indicated in the last transmitted InDeviceCoexIndication message; or

3>
if for one or more of the frequencies in the previously reported set of frequencies, the interferenceDirection is different from the value indicated in the last transmitted InDeviceCoexIndication message; or

3>
if the TDM assistance information is different from the assistance information included in the last transmitted InDeviceCoexIndication message; or

3>
if configured to provide IDC indications for UL CA; and if the victimSystemType is different from the value indicated in the last transmitted InDeviceCoexIndication message; or

3>
if configured to provide IDC indications for UL CA; and if the set of supported UL CA combinations on which the UE is experiencing IDC problems that it cannot solve by itself and that the UE includes in affectedCarrierFreqCombList according to 5.6.9.3, is different from the set indicated in the last transmitted InDeviceCoexIndication message:
4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;
1>
if configured to provide IDC hardware sharing problem indications:

2>
if the UE did not transmit an InDeviceCoexIndication message since it was configured to provide IDC hardware sharing problem indications:

3>
if on one or more frequencies for which a measObjectEUTRA is configured, the UE is experiencing IDC hardware sharing problems that it cannot solve by itself:
4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3.
NOTE 1:
The term "IDC problems" refers to interference issues applicable across several subframes/slots where not necessarily all the subframes/slots are affected.

NOTE 2:
For the frequencies on which a serving cell or serving cells is configured that is activated, IDC problems consist of interference issues that the UE cannot solve by itself, during either active data exchange or upcoming data activity which is expected in up to a few hundred milliseconds.
For frequencies on which a SCell or SCells is configured that is deactivated, reporting IDC problems indicates an anticipation that the activation of the SCell or SCells would result in interference issues that the UE would not be able to solve by itself.
For a non-serving frequency, reporting IDC problems indicates an anticipation that if the non-serving frequency or frequencies became a serving frequency or serving frequencies then this would result in interference issues that the UE would not be able to solve by itself.
5.6.9.3
Actions related to transmission of InDeviceCoexIndication message

The UE shall set the contents of the InDeviceCoexIndication message as follows:

1>
if there is at least one E-UTRA carrier frequency, for which a measurement object is configured, that is affected by IDC problems:

2>
include the field affectedCarrierFreqList with an entry for each affected E-UTRA carrier frequency for which a measurement object is configured;

2>
for each E-UTRA carrier frequency included in the field affectedCarrierFreqList, include interferenceDirection and set it accordingly;
2>
include Time Domain Multiplexing (TDM) based assistance information, unless idc-HardwareSharingIndication is configured and the UE has no Time Doman Multiplexing based assistance information that could be used to resolve the IDC problems:

3>
if the UE has DRX related assistance information that could be used to resolve the IDC problems:

4>
include drx-CycleLength, drx-Offset and drx-ActiveTime;

3>
else (the UE has desired subframe reservation patterns related assistance information that could be used to resolve the IDC problems):

4>
include idc-SubframePatternList;

3>
use the MCG as timing reference if TDM based assistance information regarding the SCG is included;

1>
if the UE is configured to provide UL CA information and there is a supported UL CA combination comprising of carrier frequencies for which a measurement object is configured, that is affected by IDC problems:

2>
include victimSystemType in ul-CA-AssistanceInfo;

2>
if the UE sets victimSystemType to wlan or Bluetooth:

3>
include affectedCarrierFreqCombList in ul-CA-AssistanceInfo with an entry for each supported UL CA combination comprising of carrier frequencies for which a measurement object is configured, that is affected by IDC problems;

2>
else:

3>
optionally include affectedCarrierFreqCombList in ul-CA-AssistanceInfo with an entry for each supported UL CA combination comprising of carrier frequencies for which a measurement object is configured, that is affected by IDC problems;

1>
if idc-HardwareSharingIndication is configured, and there is at least one E-UTRA carrier frequency, for which a measurement object is configured, the UE is experiencing hardware sharing problems that it cannot solve by itself:

2> include the hardwareSharingProblem and set it accordingly;

NOTE 1:
When sending an InDeviceCoexIndication message to inform E-UTRAN the IDC problems, the UE includes all assistance information (rather than providing e.g. the changed part(s) of the assistance information).
NOTE 2:
Upon not anymore experiencing a particular IDC problem that the UE previously reported, the UE provides an IDC indication with the modified contents of the InDeviceCoexIndication message (e.g. by an empty message). A measObjectEUTRA does not need to be configured for reporting not anymore experiencing an IDC hardware sharing problem.
The UE shall submit the InDeviceCoexIndication message to lower layers for transmission.
End of Modified Subclause

