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1. Overall Description: 
RAN1 discussed the issue of support of different numerologies in FeMBMS, as described in [1]. RAN1 reached the following agreements [2]:

· Introduce explicit baseband capability for MBMS with the following characteristics:
. UE signals maximum supported bandwidth T and scaling factors ,
. The CA configuration has to meet the following constraint (with parameters as defined in R1-1802307):


· RAN1 recommends RAN2 to include a mechanism to inform the serving eNB of the reception of MBMS services on receive only mode, and to include the numerology and bandwidth of those services (e.g. by extending MBMS interest indication).

Based on above RAN1 agreement, RAN2 discussed about various signaling options of adding eMBMS Carrier Numerology and Bandwidth information as described in R2-1805619 (attached to this LS).  RAN2 requests SA4 to include eMBMS Carrier Numerology and Bandwidth information as part of USD (User Service Description).


2. Actions to SA4:
RAN2 respectfully requests SA4 to take the above information into account and implement the necessary changes for USD.

3. Date of Next TSG-RAN WG2 Meetings:
TSG RAN WG2 Meeting #102	21 - 25 May 2018 	      	 Busan, Korea  
TSG RAN WG2 Meeting #103	20 - 24 Aug 2018	     	 Gothenburg, Sweden 
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