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Beginning of changes
6.3.2
Other information elements
(---------------------------------------------------Unmodified parts omitted--------------------------------------------------------(
–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annexes B.1 and C.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

NOTE 0:
For (UE capability specific) guidelines on the use of keyword OPTIONAL, see Annex A.3.5.

UE-EUTRA-Capability information element

-- ASN1START

UE-EUTRA-Capability ::=


SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters



SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v920-IEs

OPTIONAL

}

-- Late non critical extensions

UE-EUTRA-Capability-v9a0-IEs ::=
SEQUENCE {


featureGroupIndRel9Add-r9


BIT STRING (SIZE (32))



OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-r9
UE-EUTRA-CapabilityAddXDD-Mode-r9
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-r9
UE-EUTRA-CapabilityAddXDD-Mode-r9
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9c0-IEs

OPTIONAL

}

UE-EUTRA-Capability-v9c0-IEs ::=

SEQUENCE {


interRAT-ParametersUTRA-v9c0

IRAT-ParametersUTRA-v9c0

OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9d0-IEs
OPTIONAL

}

UE-EUTRA-Capability-v9d0-IEs ::=

SEQUENCE {


phyLayerParameters-v9d0



PhyLayerParameters-v9d0


OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9e0-IEs
OPTIONAL

}

UE-EUTRA-Capability-v9e0-IEs ::=
SEQUENCE {


rf-Parameters-v9e0




RF-Parameters-v9e0





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9h0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v9h0-IEs ::=
SEQUENCE {


interRAT-ParametersUTRA-v9h0

IRAT-ParametersUTRA-v9h0


OPTIONAL,


-- Following field is only to be used for late REL-9 extensions


lateNonCriticalExtension


OCTET STRING






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v10c0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10c0-IEs ::=
SEQUENCE {


otdoa-PositioningCapabilities-r10
OTDOA-PositioningCapabilities-r10

OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v10f0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10f0-IEs ::=
SEQUENCE {


rf-Parameters-v10f0




RF-Parameters-v10f0





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v10i0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10i0-IEs ::=
SEQUENCE {


rf-Parameters-v10i0




RF-Parameters-v10i0





OPTIONAL,


-- Following field is only to be used for late REL-10 extensions


lateNonCriticalExtension


OCTET STRING (CONTAINING UE-EUTRA-Capability-v10j0-IEs)
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v11d0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10j0-IEs ::=
SEQUENCE {


rf-Parameters-v10j0




RF-Parameters-v10j0





OPTIONAL,


nonCriticalExtension



SEQUENCE {}







OPTIONAL

}

UE-EUTRA-Capability-v11d0-IEs ::=
SEQUENCE {


rf-Parameters-v11d0




RF-Parameters-v11d0





OPTIONAL,


otherParameters-v11d0



Other-Parameters-v11d0




OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v11x0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v11x0-IEs ::=
SEQUENCE {



-- Following field is only to be used for late REL-11 extensions


lateNonCriticalExtension


OCTET STRING







OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v12b0-IEs



OPTIONAL

}

UE-EUTRA-Capability-v12b0-IEs ::= SEQUENCE {


rf-Parameters-v12b0




RF-Parameters-v12b0





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v12x0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v12x0-IEs ::= SEQUENCE {


-- Following field is only to be used for late REL-12 extensions


lateNonCriticalExtension


OCTET STRING






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1370-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1370-IEs ::= SEQUENCE {


ce-Parameters-v1370




CE-Parameters-v1370





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1370
UE-EUTRA-CapabilityAddXDD-Mode-v1370
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1370
UE-EUTRA-CapabilityAddXDD-Mode-v1370
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1380-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1380-IEs ::= SEQUENCE {


rf-Parameters-v1380




RF-Parameters-v1380





OPTIONAL,


ce-Parameters-v1380




CE-Parameters-v1380,


fdd-Add-UE-EUTRA-Capabilities-v1380
UE-EUTRA-CapabilityAddXDD-Mode-v1380,


tdd-Add-UE-EUTRA-Capabilities-v1380
UE-EUTRA-CapabilityAddXDD-Mode-v1380,


-- Following field is only to be used for late REL-13 extensions


nonCriticalExtension



SEQUENCE {}







OPTIONAL

}

-- Regular non critical extensions

UE-EUTRA-Capability-v920-IEs ::=

SEQUENCE {


phyLayerParameters-v920



PhyLayerParameters-v920,


interRAT-ParametersGERAN-v920


IRAT-ParametersGERAN-v920,


interRAT-ParametersUTRA-v920


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-v920

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


deviceType-r9






ENUMERATED {noBenFromBatConsumpOpt}
OPTIONAL,


csg-ProximityIndicationParameters-r9
CSG-ProximityIndicationParameters-r9,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9,


son-Parameters-r9





SON-Parameters-r9,


nonCriticalExtension




UE-EUTRA-Capability-v940-IEs

OPTIONAL

}

UE-EUTRA-Capability-v940-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING UE-EUTRA-Capability-v9a0-IEs)




















OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1020-IEs

OPTIONAL

}

UE-EUTRA-Capability-v1020-IEs ::=
SEQUENCE {


ue-Category-v1020




INTEGER (6..8)






OPTIONAL,


phyLayerParameters-v1020


PhyLayerParameters-v1020



OPTIONAL,


rf-Parameters-v1020




RF-Parameters-v1020





OPTIONAL,


measParameters-v1020



MeasParameters-v1020




OPTIONAL,


featureGroupIndRel10-r10


BIT STRING (SIZE (32))




OPTIONAL,


interRAT-ParametersCDMA2000-v1020
IRAT-ParametersCDMA2000-1XRTT-v1020

OPTIONAL,


ue-BasedNetwPerfMeasParameters-r10
UE-BasedNetwPerfMeasParameters-r10

OPTIONAL,


interRAT-ParametersUTRA-TDD-v1020
IRAT-ParametersUTRA-TDD-v1020


OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1060-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1060-IEs ::=
SEQUENCE {


fdd-Add-UE-EUTRA-Capabilities-v1060
UE-EUTRA-CapabilityAddXDD-Mode-v1060
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1060
UE-EUTRA-CapabilityAddXDD-Mode-v1060
OPTIONAL,


rf-Parameters-v1060




RF-Parameters-v1060





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1090-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1090-IEs ::=
SEQUENCE {


rf-Parameters-v1090




RF-Parameters-v1090





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1130-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1130-IEs ::=
SEQUENCE {


pdcp-Parameters-v1130



PDCP-Parameters-v1130,


phyLayerParameters-v1130


PhyLayerParameters-v1130



OPTIONAL,


rf-Parameters-v1130




RF-Parameters-v1130,


measParameters-v1130



MeasParameters-v1130,


interRAT-ParametersCDMA2000-v1130
IRAT-ParametersCDMA2000-v1130,


otherParameters-r11




Other-Parameters-r11,


fdd-Add-UE-EUTRA-Capabilities-v1130
UE-EUTRA-CapabilityAddXDD-Mode-v1130
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1130
UE-EUTRA-CapabilityAddXDD-Mode-v1130
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1170-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1170-IEs ::=
SEQUENCE {


phyLayerParameters-v1170


PhyLayerParameters-v1170



OPTIONAL,


ue-Category-v1170




INTEGER (9..10)






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1180-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1180-IEs ::=
SEQUENCE {


rf-Parameters-v1180




RF-Parameters-v1180





OPTIONAL,


mbms-Parameters-r11




MBMS-Parameters-r11





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1180
UE-EUTRA-CapabilityAddXDD-Mode-v1180
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1180
UE-EUTRA-CapabilityAddXDD-Mode-v1180
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v11a0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v11a0-IEs ::=
SEQUENCE {


ue-Category-v11a0




INTEGER (11..12)





OPTIONAL,


measParameters-v11a0



MeasParameters-v11a0




OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1250-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1250-IEs ::=
SEQUENCE {


phyLayerParameters-v1250


PhyLayerParameters-v1250



OPTIONAL,

rf-Parameters-v1250




RF-Parameters-v1250





OPTIONAL,


rlc-Parameters-r12




RLC-Parameters-r12





OPTIONAL,


ue-BasedNetwPerfMeasParameters-v1250
UE-BasedNetwPerfMeasParameters-v1250
OPTIONAL,


ue-CategoryDL-r12




INTEGER (0..14)






OPTIONAL,


ue-CategoryUL-r12




INTEGER (0..13)






OPTIONAL,


wlan-IW-Parameters-r12



WLAN-IW-Parameters-r12




OPTIONAL,


measParameters-v1250



MeasParameters-v1250




OPTIONAL,


dc-Parameters-r12




DC-Parameters-r12





OPTIONAL,


mbms-Parameters-v1250



MBMS-Parameters-v1250




OPTIONAL,


mac-Parameters-r12




MAC-Parameters-r12





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1250
UE-EUTRA-CapabilityAddXDD-Mode-v1250
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1250
UE-EUTRA-CapabilityAddXDD-Mode-v1250
OPTIONAL,


sl-Parameters-r12



SL-Parameters-r12




OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1260-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1260-IEs ::=
SEQUENCE {


ue-CategoryDL-v1260




INTEGER (15..16)





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1270-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1270-IEs ::= SEQUENCE {


rf-Parameters-v1270




RF-Parameters-v1270





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1280-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1280-IEs ::= SEQUENCE {


phyLayerParameters-v1280


PhyLayerParameters-v1280



OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1310-IEs 


OPTIONAL

}

UE-EUTRA-Capability-v1310-IEs ::= SEQUENCE {


ue-CategoryDL-v1310



ENUMERATED {n17, m1}




OPTIONAL,


ue-CategoryUL-v1310



ENUMERATED {n14, m1}




OPTIONAL,


pdcp-Parameters-v1310



PDCP-Parameters-v1310,


rlc-Parameters-v1310



RLC-Parameters-v1310,


mac-Parameters-v1310



MAC-Parameters-v1310




OPTIONAL,


phyLayerParameters-v1310


PhyLayerParameters-v1310



OPTIONAL,


rf-Parameters-v1310




RF-Parameters-v1310





OPTIONAL,


measParameters-v1310



MeasParameters-v1310




OPTIONAL,


dc-Parameters-v1310




DC-Parameters-v1310





OPTIONAL,


sl-Parameters-v1310




SL-Parameters-v1310





OPTIONAL,


scptm-Parameters-r13



SCPTM-Parameters-r13




OPTIONAL,


ce-Parameters-r13




CE-Parameters-r13





OPTIONAL,


interRAT-ParametersWLAN-r13


IRAT-ParametersWLAN-r13,


laa-Parameters-r13




LAA-Parameters-r13





OPTIONAL,


lwa-Parameters-r13




LWA-Parameters-r13





OPTIONAL,


wlan-IW-Parameters-v1310



WLAN-IW-Parameters-v1310,


lwip-Parameters-r13




LWIP-Parameters-r13,


fdd-Add-UE-EUTRA-Capabilities-v1310
UE-EUTRA-CapabilityAddXDD-Mode-v1310
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1310
UE-EUTRA-CapabilityAddXDD-Mode-v1310
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1320-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1320-IEs ::= SEQUENCE {


ce-Parameters-v1320




CE-Parameters-v1320





OPTIONAL,


phyLayerParameters-v1320


PhyLayerParameters-v1320



OPTIONAL,


rf-Parameters-v1320




RF-Parameters-v1320





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1320
UE-EUTRA-CapabilityAddXDD-Mode-v1320
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1320
UE-EUTRA-CapabilityAddXDD-Mode-v1320
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1330-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1330-IEs ::= SEQUENCE {


ue-CategoryDL-v1330




INTEGER (18..19)





OPTIONAL,


phyLayerParameters-v1330


PhyLayerParameters-v1330



OPTIONAL,


ue-CE-NeedULGaps-r13



ENUMERATED {true}




OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1340-IEs

OPTIONAL

}

UE-EUTRA-Capability-v1340-IEs ::= SEQUENCE {


ue-CategoryUL-v1340



INTEGER (15)






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1350-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1350-IEs ::= SEQUENCE {


ue-CategoryDL-v1350



ENUMERATED {oneBis}





OPTIONAL,


ue-CategoryUL-v1350



ENUMERATED {oneBis} 




OPTIONAL,


ce-Parameters-v1350



CE-Parameters-v1350,


nonCriticalExtension


UE-EUTRA-Capability-v1360-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1360-IEs ::= SEQUENCE {


other-Parameters-v1360

Other-Parameters-v1360




OPTIONAL,


nonCriticalExtension

UE-EUTRA-Capability-v1430-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1430-IEs ::= SEQUENCE {


phyLayerParameters-v1430


PhyLayerParameters-v1430,


ue-CategoryDL-v1430




ENUMERATED {m2}






OPTIONAL,


ue-CategoryUL-v1430




ENUMERATED {n16, n17, n18, n19, n20, m2}
OPTIONAL,


ue-CategoryUL-v1430b



ENUMERATED {n21}

 

 

OPTIONAL,


mac-Parameters-v1430



MAC-Parameters-v1430




OPTIONAL,


measParameters-v1430



MeasParameters-v1430




OPTIONAL,


pdcp-Parameters-v1430



PDCP-Parameters-v1430




OPTIONAL,


rlc-Parameters-v1430



RLC-Parameters-v1430,


rf-Parameters-v1430




RF-Parameters-v1430





OPTIONAL,


laa-Parameters-v1430



LAA-Parameters-v1430




OPTIONAL,


lwa-Parameters-v1430



LWA-Parameters-v1430




OPTIONAL,


lwip-Parameters-v1430



LWIP-Parameters-v1430




OPTIONAL,


otherParameters-v1430



Other-Parameters-v1430,


mmtel-Parameters-r14



MMTEL-Parameters-r14




OPTIONAL,


mobilityParameters-r14



MobilityParameters-r14




OPTIONAL,


ce-Parameters-v1430




CE-Parameters-v1430,


fdd-Add-UE-EUTRA-Capabilities-v1430
UE-EUTRA-CapabilityAddXDD-Mode-v1430
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1430
UE-EUTRA-CapabilityAddXDD-Mode-v1430
OPTIONAL,


mbms-Parameters-v1430



MBMS-Parameters-v1430




OPTIONAL,


sl-Parameters-v1430




SL-Parameters-v1430





OPTIONAL,


ue-BasedNetwPerfMeasParameters-v1430
UE-BasedNetwPerfMeasParameters-v1430

OPTIONAL, 


highSpeedEnhParameters-r14


HighSpeedEnhParameters-r14



OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1440-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1440-IEs ::= SEQUENCE {


lwa-Parameters-v1440



LWA-Parameters-v1440,


mac-Parameters-v1440



MAC-Parameters-v1440,


nonCriticalExtension



UE-EUTRA-Capability-v1450-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1450-IEs ::= SEQUENCE {


phyLayerParameters-v1450


PhyLayerParameters-v1450

OPTIONAL,

rf-Parameters-v1450




RF-Parameters-v1450


OPTIONAL,

otherParameters-v1450



OtherParameters-v1450,


ue-CategoryDL-v1450




INTEGER (20)




OPTIONAL, 
nonCriticalExtension



UE-EUTRA-Capability-v15x0-IEs
OPTIONAL

}

UE-EUTRA-Capability-v15x0-IEs ::= SEQUENCE {


irat-ParametersNR-r15



IRAT-ParametersNR-r15


OPTIONAL,


basebandParameters-r15



BasebandParameters-r15


OPTIONAL,


pdcp-ParametersNR-r15




PDCP-ParametersNR-r15

OPTIONAL,

fdd-Add-UE-EUTRA-Capabilities-v15x0
UE-EUTRA-CapabilityAddXDD-Mode-v15x0
OPTIONAL,

tdd-Add-UE-EUTRA-Capabilities-v15x0
UE-EUTRA-CapabilityAddXDD-Mode-v15x0
OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-r9 ::=
SEQUENCE {


phyLayerParameters-r9



PhyLayerParameters




OPTIONAL,


featureGroupIndicators-r9


BIT STRING (SIZE (32))



OPTIONAL,


featureGroupIndRel9Add-r9


BIT STRING (SIZE (32))



OPTIONAL,


interRAT-ParametersGERAN-r9


IRAT-ParametersGERAN



OPTIONAL,


interRAT-ParametersUTRA-r9


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-r9

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9
OPTIONAL,


...

}

UE-EUTRA-CapabilityAddXDD-Mode-v1060 ::=
SEQUENCE {


phyLayerParameters-v1060


PhyLayerParameters-v1020


OPTIONAL,


featureGroupIndRel10-v1060


BIT STRING (SIZE (32))



OPTIONAL,


interRAT-ParametersCDMA2000-v1060
IRAT-ParametersCDMA2000-1XRTT-v1020
OPTIONAL,


interRAT-ParametersUTRA-TDD-v1060
IRAT-ParametersUTRA-TDD-v1020

OPTIONAL,


...,


[[
otdoa-PositioningCapabilities-r10
OTDOA-PositioningCapabilities-r10
OPTIONAL


]]

}

UE-EUTRA-CapabilityAddXDD-Mode-v1130 ::=
SEQUENCE {


phyLayerParameters-v1130


PhyLayerParameters-v1130


OPTIONAL,


measParameters-v1130



MeasParameters-v1130



OPTIONAL,


otherParameters-r11




Other-Parameters-r11



OPTIONAL,


...

}

UE-EUTRA-CapabilityAddXDD-Mode-v1180 ::=
SEQUENCE {


mbms-Parameters-r11




MBMS-Parameters-r11

}

UE-EUTRA-CapabilityAddXDD-Mode-v1250 ::=
SEQUENCE {


phyLayerParameters-v1250


PhyLayerParameters-v1250


OPTIONAL,


measParameters-v1250



MeasParameters-v1250



OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v1310 ::=
SEQUENCE {


phyLayerParameters-v1310


PhyLayerParameters-v1310


OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v1320 ::=
SEQUENCE {


phyLayerParameters-v1320


PhyLayerParameters-v1320


OPTIONAL,


scptm-Parameters-r13



SCPTM-Parameters-r13



OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v1370 ::=
SEQUENCE {


ce-Parameters-v1370




CE-Parameters-v1370




OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v1380 ::=
SEQUENCE {


ce-Parameters-v1380




CE-Parameters-v1380

}

UE-EUTRA-CapabilityAddXDD-Mode-v1430 ::=
SEQUENCE {


phyLayerParameters-v1430


PhyLayerParameters-v1430


OPTIONAL,


mmtel-Parameters-r14



MMTEL-Parameters-r14



OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v15x0 ::=
SEQUENCE {


pdcp-ParametersNR-r15




PDCP-ParametersNR-r15

OPTIONAL
}

AccessStratumRelease ::=


ENUMERATED {











rel8, rel9, rel10, rel11, rel12, rel13,











rel14, rel15, ...}

BasebandParameters-r15 ::=



SEQUENCE {


basebandProcessingCombList-r15

BasebandProcessingCombList-r15


















OPTIONAL,


...

}

BasebandProcessingCombList-r15 ::= SEQUENCE (SIZE (1..maxBPC-r15)) OF BasebandProcessingComb-r15

BasebandProcessingComb-r15 ::= SEQUENCE {

bpc-InfoPerBandList


BPC-InfoPerBandList-r15,


supportedNAICS-2CRS-AP-PerBPC-Carriers-r15
BIT STRING (SIZE(1..maxNAICS-Entries-r12))
OPTIONAL,

-- FFS whether to have per CC signalling for NAICS

mimo-CA-ParametersPerBPC-r15



MIMO-CA-ParametersPerBPC-r15



OPTIONAL


}

BPC-InfoPerBandList-r15 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BPC-InfoPerBand-r15

BPC-InfoPerBand-r15 ::= SEQUENCE {


ca-BandwidthClassDL-r15


CA-BandwidthClass-r10,


ca-BandwidthClassUL-r15


CA-BandwidthClass-r10,


bpc-InfoPerCC-List-r15


SEQUENCE (SIZE (1..maxServCell-r13)) OF BPC-InfoPerCC-r15,

mimo-CA-ParametersPerBandInBPC-r15
MIMO-CA-ParametersPerBandInBPC-r15


OPTIONAL,

bpc-InfoDefault-r15



BPC-InfoPerCC-r15


-- Default value for parameters not provided per CC


-- FFS whether supportedBW-PerCC is needed (i.e. ca-BandwidthClass may be sufficient)


-- FFS whether to include additional parameters

}

BPC-InfoPerCC-r15 ::= SEQUENCE {


supportedCSI-Proc-r15



ENUMERATED {n1, n3, n4}



OPTIONAL,

supportedBandwidthPerCC-r15

BW-PerCC-r15,


supportedMIMO-CapabilityDL-r15

MIMO-CapabilityDL-r10



OPTIONAL,


supportedMIMO-CapabilityUL-r15

MIMO-CapabilityUL-r10



OPTIONAL,


modulationOrderDL-r15



ModulationOrderDL-r15



OPTIONAL,


modulationOrderUL-r15



ModulationOrderUL-r15



OPTIONAL


-- FFS if modulationOrder is per Band or per CC 


-- FFS whether to include additional parameters 

}

ModulationOrderDL-r15 ::= ENUMERATED {qam64, qam256, qam1024, spare3, spare2, spare1}
ModulationOrderUL-r15 ::= ENUMERATED {qam16, qam64, qam256, spare3, spare2, spare1}
BW-PerCC-r15 ::= SEQUENCE {


-- Actual details FFS

}

MobilityParameters-r14 ::=


SEQUENCE {


makeBeforeBreak-r14




ENUMERATED {supported}




OPTIONAL,


rach-Less-r14





ENUMERATED {supported}




OPTIONAL

}

DC-Parameters-r12 ::=


SEQUENCE {


drb-TypeSplit-r12





ENUMERATED {supported}


OPTIONAL,


drb-TypeSCG-r12






ENUMERATED {supported}


OPTIONAL

}

DC-Parameters-v1310 ::=


SEQUENCE {


pdcp-TransferSplitUL-r13



ENUMERATED {supported}


OPTIONAL,


ue-SSTD-Meas-r13





ENUMERATED {supported}


OPTIONAL

}

MAC-Parameters-r12 ::=



SEQUENCE {


logicalChannelSR-ProhibitTimer-r12
ENUMERATED {supported}



OPTIONAL,


longDRX-Command-r12



ENUMERATED {supported}




OPTIONAL

}

MAC-Parameters-v1310 ::=



SEQUENCE {


extendedMAC-LengthField-r13

ENUMERATED {supported}



OPTIONAL,


extendedLongDRX-r13



ENUMERATED {supported}



OPTIONAL

}

MAC-Parameters-v1430 ::=



SEQUENCE {


shortSPS-IntervalFDD-r14


ENUMERATED {supported}



OPTIONAL,


shortSPS-IntervalTDD-r14


ENUMERATED {supported}



OPTIONAL,


skipUplinkDynamic-r14



ENUMERATED {supported}



OPTIONAL,


skipUplinkSPS-r14




ENUMERATED {supported}



OPTIONAL,


multipleUplinkSPS-r14



ENUMERATED {supported}



OPTIONAL,


dataInactMon-r14




ENUMERATED {supported}



OPTIONAL

}

MAC-Parameters-v1440 ::=



SEQUENCE {


rai-Support-r14




ENUMERATED {supported}


OPTIONAL

}

RLC-Parameters-r12 ::=



SEQUENCE {


extended-RLC-LI-Field-r12


ENUMERATED {supported}

}

RLC-Parameters-v1310 ::=



SEQUENCE {


extendedRLC-SN-SO-Field-r13



ENUMERATED {supported}


OPTIONAL

}

RLC-Parameters-v1430 ::=



SEQUENCE {


extendedPollByte-r14





ENUMERATED {supported}


OPTIONAL

}

PDCP-Parameters ::=



SEQUENCE {


supportedROHC-Profiles



ROHC-ProfileSupportList-r15,


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16,


...

}

PDCP-Parameters-v1130 ::=

SEQUENCE {


pdcp-SN-Extension-r11




ENUMERATED {supported}


OPTIONAL,


supportRohcContextContinue-r11


ENUMERATED {supported}


OPTIONAL

}

PDCP-Parameters-v1310 ::=



SEQUENCE {


pdcp-SN-Extension-18bits-r13


ENUMERATED {supported}
OPTIONAL

}

PDCP-Parameters-v1430 ::=



SEQUENCE {


supportedUplinkOnlyROHC-Profiles-r14

SEQUENCE {



profile0x0006-r14





BOOLEAN


},


maxNumberROHC-ContextSessions-r14

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported

BOOLEAN

}

PhyLayerParameters-v920 ::=

SEQUENCE {


enhancedDualLayerFDD-r9


ENUMERATED {supported}


OPTIONAL,


enhancedDualLayerTDD-r9


ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v9d0 ::=


SEQUENCE {


tm5-FDD-r9





ENUMERATED {supported}


OPTIONAL,


tm5-TDD-r9





ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v1020 ::=


SEQUENCE {


twoAntennaPortsForPUCCH-r10



ENUMERATED {supported}




OPTIONAL,


tm9-With-8Tx-FDD-r10




ENUMERATED {supported}




OPTIONAL,


pmi-Disabling-r10





ENUMERATED {supported}




OPTIONAL,


crossCarrierScheduling-r10



ENUMERATED {supported}




OPTIONAL,


simultaneousPUCCH-PUSCH-r10



ENUMERATED {supported}




OPTIONAL,


multiClusterPUSCH-WithinCC-r10


ENUMERATED {supported}




OPTIONAL,


nonContiguousUL-RA-WithinCC-List-r10
NonContiguousUL-RA-WithinCC-List-r10
OPTIONAL

}

PhyLayerParameters-v1130 ::=


SEQUENCE {


crs-InterfHandl-r11





ENUMERATED {supported}




OPTIONAL,


ePDCCH-r11







ENUMERATED {supported}




OPTIONAL,


multiACK-CSI-Reporting-r11



ENUMERATED {supported}




OPTIONAL,


ss-CCH-InterfHandl-r11




ENUMERATED {supported}




OPTIONAL,


tdd-SpecialSubframe-r11




ENUMERATED {supported}




OPTIONAL,


txDiv-PUCCH1b-ChSelect-r11



ENUMERATED {supported}




OPTIONAL,


ul-CoMP-r11







ENUMERATED {supported}




OPTIONAL

}

PhyLayerParameters-v1170 ::=


SEQUENCE {


interBandTDD-CA-WithDifferentConfig-r11
BIT STRING (SIZE (2))


OPTIONAL

}

PhyLayerParameters-v1250 ::=


SEQUENCE {


e-HARQ-Pattern-FDD-r12




ENUMERATED {supported}


OPTIONAL,


enhanced-4TxCodebook-r12



ENUMERATED {supported}


OPTIONAL,

tdd-FDD-CA-PCellDuplex-r12



BIT STRING (SIZE (2))


OPTIONAL,


phy-TDD-ReConfig-TDD-PCell-r12


ENUMERATED {supported}


OPTIONAL,


phy-TDD-ReConfig-FDD-PCell-r12


ENUMERATED {supported}


OPTIONAL,


pusch-FeedbackMode-r12




ENUMERATED {supported}


OPTIONAL,


pusch-SRS-PowerControl-SubframeSet-r12
ENUMERATED {supported}


OPTIONAL,


csi-SubframeSet-r12





ENUMERATED {supported}


OPTIONAL,


noResourceRestrictionForTTIBundling-r12
ENUMERATED {supported}


OPTIONAL,


discoverySignalsInDeactSCell-r12

ENUMERATED {supported}


OPTIONAL,


naics-Capability-List-r12



NAICS-Capability-List-r12

OPTIONAL
}

PhyLayerParameters-v1280 ::=


SEQUENCE {


alternativeTBS-Indices-r12



ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v1310 ::=


SEQUENCE {


aperiodicCSI-Reporting-r13



BIT STRING (SIZE (2))


OPTIONAL,


codebook-HARQ-ACK-r13




BIT STRING (SIZE (2))


OPTIONAL,


crossCarrierScheduling-B5C-r13


ENUMERATED {supported}


OPTIONAL,


fdd-HARQ-TimingTDD-r13




ENUMERATED {supported}


OPTIONAL,


maxNumberUpdatedCSI-Proc-r13


INTEGER(5..32)




OPTIONAL,


pucch-Format4-r13





ENUMERATED {supported}


OPTIONAL,


pucch-Format5-r13





ENUMERATED {supported}


OPTIONAL,


pucch-SCell-r13






ENUMERATED {supported}


OPTIONAL,


spatialBundling-HARQ-ACK-r13


ENUMERATED {supported}


OPTIONAL,


supportedBlindDecoding-r13



SEQUENCE {



maxNumberDecoding-r13




INTEGER(1..32) 




OPTIONAL,



pdcch-CandidateReductions-r13


ENUMERATED {supported}


OPTIONAL,



skipMonitoringDCI-Format0-1A-r13

ENUMERATED {supported}


OPTIONAL


}

















OPTIONAL,


uci-PUSCH-Ext-r13





ENUMERATED {supported}


OPTIONAL,


crs-InterfMitigationTM10-r13


ENUMERATED {supported}


OPTIONAL,


pdsch-CollisionHandling-r13



ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v1320 ::=


SEQUENCE {


mimo-UE-Parameters-r13




MIMO-UE-Parameters-r13


OPTIONAL

}

PhyLayerParameters-v1330 ::=


SEQUENCE {


cch-InterfMitigation-RefRecTypeA-r13
ENUMERATED {supported}


OPTIONAL,


cch-InterfMitigation-RefRecTypeB-r13
ENUMERATED {supported}


OPTIONAL,


cch-InterfMitigation-MaxNumCCs-r13

INTEGER (1.. maxServCell-r13)
OPTIONAL,


crs-InterfMitigationTM1toTM9-r13

INTEGER (1.. maxServCell-r13)
OPTIONAL

}

PhyLayerParameters-v1430 ::=


SEQUENCE {


ce-PUSCH-NB-MaxTBS-r14




ENUMERATED {supported}


OPTIONAL,


ce-PDSCH-PUSCH-MaxBandwidth-r14


ENUMERATED {bw5, bw20}


OPTIONAL,


ce-HARQ-AckBundling-r14




ENUMERATED {supported}


OPTIONAL,


ce-PDSCH-TenProcesses-r14



ENUMERATED {supported}


OPTIONAL,


ce-RetuningSymbols-r14




ENUMERATED {n0, n1}



OPTIONAL,


ce-PDSCH-PUSCH-Enhancement-r14


ENUMERATED {supported}


OPTIONAL,


ce-SchedulingEnhancement-r14


ENUMERATED {supported}


OPTIONAL,


ce-SRS-Enhancement-r14




ENUMERATED {supported}


OPTIONAL,


ce-PUCCH-Enhancement-r14



ENUMERATED {supported}


OPTIONAL,


ce-ClosedLoopTxAntennaSelection-r14

ENUMERATED {supported}


OPTIONAL,


tdd-SpecialSubframe-r14




ENUMERATED {supported}


OPTIONAL,


tdd-TTI-Bundling-r14




ENUMERATED {supported}


OPTIONAL,


dmrs-LessUpPTS-r14





ENUMERATED {supported}


OPTIONAL,


mimo-UE-Parameters-v1430



MIMO-UE-Parameters-v1430

OPTIONAL,


alternativeTBS-Index-r14



ENUMERATED {supported}


OPTIONAL,


feMBMS-Unicast-Parameters-r14


FeMBMS-Unicast-Parameters-r14
OPTIONAL

}

PhyLayerParameters-v1450 ::=


SEQUENCE {


ce-SRS-EnhancementWithoutComb4-r14

ENUMERATED {supported}


OPTIONAL,


crs-LessDwPTS-r14





ENUMERATED {supported}


OPTIONAL}

MIMO-UE-Parameters-r13 ::=



SEQUENCE {


parametersTM9-r13





MIMO-UE-ParametersPerTM-r13

OPTIONAL,


parametersTM10-r13





MIMO-UE-ParametersPerTM-r13

OPTIONAL,


srs-EnhancementsTDD-r13




ENUMERATED {supported}


OPTIONAL,


srs-Enhancements-r13




ENUMERATED {supported}


OPTIONAL,


interferenceMeasRestriction-r13


ENUMERATED {supported}


OPTIONAL

}

MIMO-UE-Parameters-v1430 ::=


SEQUENCE {


parametersTM9-v1430





MIMO-UE-ParametersPerTM-v1430
OPTIONAL,


parametersTM10-v1430




MIMO-UE-ParametersPerTM-v1430
OPTIONAL

}

MIMO-UE-ParametersPerTM-r13 ::=


SEQUENCE {


nonPrecoded-r13






MIMO-NonPrecodedCapabilities-r13
OPTIONAL,


beamformed-r13






MIMO-UE-BeamformedCapabilities-r13
OPTIONAL,


channelMeasRestriction-r13



ENUMERATED {supported}



OPTIONAL,


dmrs-Enhancements-r13




ENUMERATED {supported}



OPTIONAL,


csi-RS-EnhancementsTDD-r13



ENUMERATED {supported}



OPTIONAL

}

MIMO-UE-ParametersPerTM-v1430 ::=

SEQUENCE {


nzp-CSI-RS-AperiodicInfo-r14


SEQUENCE {



nMaxProc-r14






INTEGER(5..32),



nMaxResource-r14





ENUMERATED {ffs1, ffs2, ffs3, ffs4}


}


















OPTIONAL,


nzp-CSI-RS-PeriodicInfo-r14



SEQUENCE {



nMaxResource-r14





ENUMERATED {ffs1, ffs2, ffs3, ffs4}


}


















OPTIONAL,


zp-CSI-RS-AperiodicInfo-r14




ENUMERATED {supported}


OPTIONAL,


ul-dmrs-Enhancements-r14



ENUMERATED {supported}



OPTIONAL,


densityReductionNP-r14




ENUMERATED {supported}



OPTIONAL,


densityReductionBF-r14




ENUMERATED {supported}



OPTIONAL,


hybridCSI-r14






ENUMERATED {supported}



OPTIONAL,


semiOL-r14







ENUMERATED {supported}



OPTIONAL,


csi-ReportingNP-r14





ENUMERATED {supported}



OPTIONAL,


csi-ReportingAdvanced-r14



ENUMERATED {supported}



OPTIONAL

}

MIMO-CA-ParametersPerBoBC-r13 ::=

SEQUENCE {


parametersTM9-r13





MIMO-CA-ParametersPerBoBCPerTM-r13

OPTIONAL,


parametersTM10-r13





MIMO-CA-ParametersPerBoBCPerTM-r13

OPTIONAL

}

MIMO-CA-ParametersPerBPC-r15 ::=

SEQUENCE {


parametersTM9-r15





MIMO-CA-ParametersPerBPCPerTM-r15
OPTIONAL,


parametersTM10-r15





MIMO-CA-ParametersPerBPCPerTM-r15
OPTIONAL

}

MIMO-CA-ParametersPerBandInBPC-r15
::=

SEQUENCE {


parametersTM9-r15





MIMO-CA-ParametersPerBandInBPCPerTM-r15
OPTIONAL,


parametersTM10-r15





MIMO-CA-ParametersPerBandInBPCPerTM-r15
OPTIONAL

}

MIMO-CA-ParametersPerBoBC-v1430 ::=

SEQUENCE {


parametersTM9-v1430





MIMO-CA-ParametersPerBoBCPerTM-v1430
OPTIONAL,


parametersTM10-v1430




MIMO-CA-ParametersPerBoBCPerTM-v1430
OPTIONAL

}

MIMO-CA-ParametersPerBoBCPerTM-r13 ::=
SEQUENCE {


nonPrecoded-r13






MIMO-NonPrecodedCapabilities-r13
OPTIONAL,


beamformed-r13






MIMO-BeamformedCapabilityList-r13
OPTIONAL,


dmrs-Enhancements-r13




ENUMERATED {different}



OPTIONAL

}

MIMO-CA-ParametersPerBoBCPerTM-v1430 ::=
SEQUENCE {


csi-ReportingNP-r14





ENUMERATED {different}



OPTIONAL,


csi-ReportingAdvanced-r14



ENUMERATED {different}



OPTIONAL

}

MIMO-CA-ParametersPerBPCPerTM-r15 ::=
SEQUENCE {


nonPrecoded-r13






MIMO-NonPrecodedCapabilities-r13
OPTIONAL,


beamformed-r13






MIMO-BeamformedCapabilityList-r13
OPTIONAL,


dmrs-Enhancements-r13




ENUMERATED {different}



OPTIONAL,

csi-ReportingNP-r14





ENUMERATED {different}



OPTIONAL,


csi-ReportingAdvanced-r14



ENUMERATED {different}



OPTIONAL,

nzp-CSI-RS-AperiodicInfo-r14


SEQUENCE {



nMaxProc-r14






INTEGER(5..32),



nMaxResource-r14





ENUMERATED {ffs1, ffs2, ffs3, ffs4}


}


















OPTIONAL,


nzp-CSI-RS-PeriodicInfo-r14



SEQUENCE {



nMaxResource-r14





ENUMERATED {ffs1, ffs2, ffs3, ffs4}


}


















OPTIONAL,


zp-CSI-RS-AperiodicInfo-r14




ENUMERATED {supported}


OPTIONAL,


ul-dmrs-Enhancements-r14



ENUMERATED {supported}



OPTIONAL,


densityReductionNP-r14




ENUMERATED {supported}



OPTIONAL,


densityReductionBF-r14




ENUMERATED {supported}



OPTIONAL,


hybridCSI-r14






ENUMERATED {supported}



OPTIONAL,


semiOL-r14







ENUMERATED {supported}



OPTIONAL,


csi-ReportingNP-r14





ENUMERATED {supported}



OPTIONAL,


csi-ReportingAdvanced-r14



ENUMERATED {supported}



OPTIONAL
}
MIMO-CA-ParametersPerBandInBCPerTM-r15 ::=
SEQUENCE {


nonPrecoded-r13






MIMO-NonPrecodedCapabilities-r13
OPTIONAL,


beamformed-r13






MIMO-BeamformedCapabilityList-r13
OPTIONAL,


dmrs-Enhancements-r13




ENUMERATED {different}



OPTIONAL,

csi-ReportingNP-r14





ENUMERATED {different}



OPTIONAL,


csi-ReportingAdvanced-r14



ENUMERATED {different}



OPTIONAL

}

MIMO-NonPrecodedCapabilities-r13 ::=
SEQUENCE {


config1-r13







ENUMERATED {supported}


OPTIONAL,


config2-r13







ENUMERATED {supported}


OPTIONAL,


config3-r13







ENUMERATED {supported}


OPTIONAL,


config4-r13







ENUMERATED {supported}


OPTIONAL

}

MIMO-UE-BeamformedCapabilities-r13 ::=

SEQUENCE {


altCodebook-r13






ENUMERATED {supported}


OPTIONAL,


mimo-BeamformedCapabilities-r13


MIMO-BeamformedCapabilityList-r13

}

MIMO-BeamformedCapabilityList-r13 ::=

SEQUENCE (SIZE (1..maxCSI-Proc-r11)) OF MIMO-BeamformedCapabilities-r13

MIMO-BeamformedCapabilities-r13 ::=

SEQUENCE {


k-Max-r13







INTEGER (1..8),


n-MaxList-r13






BIT STRING (SIZE (1..7))

OPTIONAL

 }

NonContiguousUL-RA-WithinCC-List-r10 ::= SEQUENCE (SIZE (1..maxBands)) OF NonContiguousUL-RA-WithinCC-r10

NonContiguousUL-RA-WithinCC-r10 ::=

SEQUENCE {


nonContiguousUL-RA-WithinCC-Info-r10
ENUMERATED {supported}




OPTIONAL

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA

}

RF-Parameters-v9e0 ::=




SEQUENCE {


supportedBandListEUTRA-v9e0



SupportedBandListEUTRA-v9e0



OPTIONAL

}

End of changes

