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4.2.1
Control Plane

In MR-DC, the UE has a single RRC state, based on the MN RRC and a single C-plane connection towards the Core Network. Figure 4.2.1-1 illustrates the Control plane architecture for MR-DC. Each radio node has its own RRC entity (E-UTRA version if the node is an eNB or NR version if the node is a gNB) which can generate RRC PDUs to be sent to the UE.

RRC PDUs generated by the SN can be transported via the MN to the UE. The MN always sends the initial SN RRC configuration via MCG SRB (SRB1), but subsequent reconfigurations may be transported via MN or SN. When transporting RRC PDU from the SN, the MN does not modify the UE configuration provided by the SN.

In EN-DC and NGEN-DC, at initial connection establishment SRB1 uses E-UTRA PDCP. After initial connection establishment MCG SRB (SRB1 and SRB2) can be configured by the network to use either E-UTRA PDCP or NR PDCP. A PDCP version change (release of old PDCP and establish of new PDCP) of SRBs can be supported in either direction (i.e. from E-UTRA PDCP to NR PDCP or viceversa) via a handover procedure (reconfiguration with mobility). For EN-DC capable UEs, NR PDCP can be configured for DRBs and SRBs also before EN-DC is configured.

If the SN is a gNB (i.e. for EN-DC and NGEN-DC), the UE can be configured to establish a SRB with the SN (SRB3) to enable RRC PDUs for the SN to be sent directly between the UE and the SN. RRC PDUs for the SN can only be transported directly to the UE for SN RRC reconfiguration not requiring any coordination with the MN. Measurement reporting for mobility within the SN can be done directly from the UE to the SN if SRB3 is configured.

Split SRB is supported for all MR-DC options, allowing duplication of RRC PDUs generated by the MN, via the direct path and via the SN. Split SRB uses NR PDCP. This version of the specification does not support the duplication of RRC PDUs generated by the SN via the MN and SN paths.

In EN-DC, the SCG configuration is kept in the UE during suspension. The UE releases the SCG configuration (but not the radio bearer configuration) during resumption initiation.
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Figure 4.2.1-1:
Control plane architecture for EN-DC (left) and MR-DC with 5GC (right).
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