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	Reason for change:
	The RLC entity has the stored RLC SDUs in rerodering buffer at the time of the RLC release. If those stored RLC SDUs are discarded at RLC release, service quality may be degraded.

	
	

	Summary of change:
	RLC release procedure is introduced for RLC AM, RLC UM and RLC TM.

For RLC AM and RLC UM, in the transmitting side, all remaining RLC SDUs, RLC PDUs and segments RLC PDUs are discarded. In the receiving side, stored RLC SDUs are delivered to the upper layer, and all remaining RLC PDUs are discarded. 
For RLC TM, all stored RLC SDUs are discarded. 

Impact analysis:
Impacted functionality: 
RLC release procedure for all RLC modes

Inter-operability:
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	The RLC release procedure is not supported.

	
	

	Clauses affected:
	5.X(new)

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS36.323 CR  0229

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1


[bookmark: _Toc486025018][bookmark: _Toc477940907]Beginning of changes
[bookmark: _Toc494057918]5.X	Release procedure
RLC release is performed upon request by RRC, and the function is applicable for AM, UM and TM RLC entities.
When RRC indicates that an RLC entity should be released, the UE shall:
-	if it is a transmitting TM RLC entity:
-	discard all RLC SDUs;
-	release the TM RLC entity;
-	if it is a receiving UM RLC entity:
-	when possible, reassemble RLC SDUs from UMD PDUs with SN < VR(UH), remove RLC headers when doing so and deliver all reassembled RLC SDUs to upper layer in ascending order of the RLC SN, if not delivered before;
-	discard all remaining UMD PDUs;
-	release the UM RLC entity;
-	if it is a transmitting UM RLC entity:
-	discard all RLC SDUs;
-	release the UM RLC entity.
-	if it is an AM RLC entity:
-	when possible, reassemble RLC SDUs from any byte segments of AMD PDUs with SN < VR(MR) in the receiving side, remove RLC headers when doing so and deliver all reassembled RLC SDUs to upper layer in ascending order of the RLC SN, if not delivered before;
-	discard the remaining AMD PDUs and byte segments of AMD PDUs in the receiving side;
-	discard all RLC SDUs and AMD PDUs in the transmitting side;
-	release the AM RLC entity.

End of changes

