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	In section 5.3.3.2, during RRC resuming initiation, add the the release of sps-AssistanceInfoReport. And also a format change for powerPrefIndicationConfig to italic (powerPrefIndicationConfig).
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[bookmark: _Toc494149617][bookmark: _Toc478015285]5.3.3.2	Initiation
The UE initiates the procedure when upper layers request establishment or resume of an RRC connection while the UE is in RRC_IDLE.
<Text Removed>
1>	if the UE is resuming an RRC connection:
2>	if the UE was configured with EN-DC:
3>	perform EN-DC release, as specified in TS 38.331 [82, 5.3.5.10];
2>	release the MCG SCell(s), if configured, in accordance with 5.3.10.3a;
2>	release powerPrefIndicationConfig, if configured and stop timer T340, if running;
2>	release reportProximityConfig and clear any associated proximity status reporting timer;
2>	release obtainLocationConfig, if configured;
2>	release idc-Config, if configured;
2> release sps-AssistanceInfoReport, if configured;
2>	release measSubframePatternPCell, if configured;
2>	release the entire SCG configuration, if configured, except for the DRB configuration (as configured by drb-ToAddModListSCG);
2>	release naics-Info for the PCell, if configured;
2>	release the LWA configuration, if configured, as described in 5.6.14.3;
2>	release the LWIP configuration, if configured, as described in 5.6.17.3;
2>	release bw-PreferenceIndicationTimer, if configured and stop timer T341, if running;
2>	release delayBudgetReportingConfig, if configured and stop timer T342, if running;
1>	apply the default physical channel configuration as specified in 9.2.4;
1>	apply the default semi-persistent scheduling configuration as specified in 9.2.3;
1>	apply the default MAC main configuration as specified in 9.2.2;
1>	apply the CCCH configuration as specified in 9.1.1.2;
1>	apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;
1>	start timer T300;
1>	if the UE is resuming an RRC connection:
2>	initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;
1>	else:
2>	if stored, discard the UE AS context and resumeIdentity;
2>	initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;
NOTE 2:	Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.
For NB-IoT, upon initiation of the procedure, the UE shall:
1>	if the UE is establishing or resuming the RRC connection for mobile originating exception data; or
1>	if the UE is establishing or resuming the RRC connection for mobile originating data; or
1>	if the UE is establishing or resuming the RRC connection for delay tolerant access; or
1>	if the UE is establishing or resuming the RRC connection for mobile originating signalling; 
2>	perform access barring check as specified in 5.3.3.14;
2>	if access to the cell is barred:
3>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring is applicable, upon which the procedure ends;
1>	apply the default physical channel configuration as specified in 9.2.4;
1>	apply the default MAC main configuration as specified in 9.2.2;
1>	apply the CCCH configuration as specified in 9.1.1.2;
1>	start timer T300;
1>	if the UE is establishing an RRC connection:
2>	initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;
1>	else if the UE is resuming an RRC connection:
2>	initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;
NOTE 3:	Upon initiating the connection establishment or resumption procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.
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[bookmark: _Toc494149653]5.3.7.2	Initiation
The UE shall only initiate the procedure either when AS security has been activated or for a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation. The UE initiates the procedure when one of the following conditions is met:
1>	upon detecting radio link failure, in accordance with 5.3.11; or
1>	upon handover failure, in accordance with 5.3.5.6; or
1>	upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or
1>	upon integrity check failure indication from lower layers concerning SRB1 or SRB2; or
1>	upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5; or
1>	upon an RRC connection reconfiguration failure, in accordance with TS38.331 [82, 5.3.5.5].
Upon initiation of the procedure, the UE shall:
1>	stop timer T310, if running;
1>	stop timer T312, if running;
1>	stop timer T313, if running;
1>	stop timer T307, if running;
1>	start timer T311;
1>	stop timer T370, if running;
1>	suspend all RBs, including RBs configured with NR PDCP, except SRB0;
1>	reset MAC;
1>	release the MCG SCell(s), if configured, in accordance with 5.3.10.3a;
1>	apply the default physical channel configuration as specified in 9.2.4;
1>	except for NB-IoT, for the MCG, apply the default semi-persistent scheduling configuration as specified in 9.2.3;
1>	for the MCG, apply the default MAC main configuration as specified in 9.2.2;
1>	release powerPrefIndicationConfig, if configured and stop timer T340, if running;
1>	release reportProximityConfig, if configured and clear any associated proximity status reporting timer;
1>	release obtainLocationConfig, if configured;
1> release idc-Config, if configured;
1> release sps-AssistanceInfoReport, if configured;
1>	release measSubframePatternPCell, if configured;
1>	release the entire SCG configuration, if configured, except for the DRB configuration (as configured by drb-ToAddModListSCG);
1>	if EN-DC is configured:
2>	perform EN-DC release, as specified in TS 38.331[82, 5.3.5.10];
1>	release naics-Info for the PCell, if configured;
1>	if connected as an RN and configured with an RN subframe configuration:
2>	release the RN subframe configuration;
1>	release the LWA configuration, if configured, as described in 5.6.14.3;
1>	release the LWIP configuration, if configured, as described in 5.6.17.3;
1>	release delayBudgetReportingConfig, if configured and stop timer T342, if running;
1>	perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];
1>	release bw-PreferenceIndicationTimer, if configured and stop timer T341, if running;
1>	release overheatingAssistanceConfig, if configured and stop timer T345, if running;
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