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1. Overall Description:
RAN2 has discussed the subcarrier spacing (SCS) used for BWP and TDD configurations and noted that SCS are configured in several different places:
· Each (DL) BWP contains a configurable SCS 
· SIB1 TDD configuration contains a reference SCS 
· SlotFormatCombinationsPerCell contains a reference SCS
· scs-SpecificCarrierList contains SCS list which defined in FrequencyInfoDL in ServingCellConfigCommon 
It is not clear to RAN2 how each of these is related to each other, and RAN2 would like to understand if
· Some of the fields are redundant (i.e. could be removed)?
· Some of the fields have to be set to the same values (e.g. SIB1 SCS vs. BWP SCS, FrequencyInfoDL SCS list vs BWP SCS)?
· Some of the fields have a more complicated relationship (e.g. use valueX only if valueY is used)?

2. Actions:
To RAN1 group.
ACTION: 	RAN2 respectfully asks RAN1 to indicate how the SCS configurations in SIB1 TDD configuration, ServingCellConfigCommon, (DL) BWP and SlotFormatCombinationsPerCell are supposed to be used, i.e. how the network should set the values.

3. Date of Next TSG-RAN WG2 Meetings:
TSG-RAN WG2 #102		2018.05.21 – 2018.05.25		Busan
TSG-RAN NRAdhoc #1807	2018.07.02 – 2018.07.06		Montreal	


