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6.2.2
Message definitions
********** CONTENT PARTIALLY OMITTED **********
RAN-NotificationAreaInfo

::=  CHOICE {


cellList



PLMN-RAN-AreaCellList,



ranAreaConfigList

PLMN-RAN-AreaConfigList,


...
}

PLMN-RAN-AreaCellList
::=


SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell

-- Sum of cells from all PLMNs does not exceed 32

PLMN-RAN-AreaCell
::=
SEQUENCE {     


plmn-Identity



PLMN-Identity

OPTIONAL,

 


ran-AreaCells



SEQUENCE (SIZE (1..32)) OF
CellIdentity,


...



}

PLMN-RAN-AreaConfigList
::=


SEQUENCE (SIZE (1..maxPLMNIdentities)) OF PLMN-RAN-AreaConfig

PLMN-RAN-AreaConfig
::=
SEQUENCE {     


plmn-Identity



PLMN-Identity

OPTIONAL,

 


ran-Area




SEQUENCE (SIZE (1..16)) OF
RAN-AreaConfig,


...



}

RAN-AreaConfig
::=
SEQUENCE {


trackingAreaCode


TrackingAreaCode,



--Sum of RAN-AreaCodes all PLMNs does not exceed 32


ran-AreaCodeList


SEQUENCE (SIZE (1..32)) OF
RAN-AreaCode

OPTIONAL,


...
}

