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1 Introduction
In this contribution we discuss the following remaining issues:

· Which and how many SI periods to monitor for receiving requested SIB;
2 Discussion
2.1 SI Period Monitoring
During the study item it was agreed that after sending the SI request, UE monitors the SI window of the requested SI message in one or more SI periods. However it was not discussed which SI periods are monitored by UE. In this section we discuss this aspect and related UE behaviour.
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Figure 1
After sending the SI request successfully, for receiving the requested SI message, UE monitors the SI window of the requested SI message in one or more SI period(s) of that SI message. After receiving the SI request for a SI message, network transmits that SI message in SI window of one or more SI periods of that SI message. If UE is not aware of the SI periods in which requested SI message will be transmitted then UE may unnecessarily monitor SI windows of requested SI message in several SI periods leading to UE power consumption. UE should only monitor the SI window of the requested SI message in one or more SI periods in which requested SI message is actually transmitted by network. 
To ensure that UE/network receive/transmit the request SI message in same SI periods, we propose that UE monitors the SI window of the requested SI message in up to ‘X’ SI periods after receiving the acknowledgment for SI request. The parameter ‘X’ is signaled in MSI. This is illustrated in Figure 1, where value of ‘X’ is 2. In Figure 1A, UE receives acknowledgment in SI period N; UE monitors SI window in SI period N+1 and if requested SI message is not received UE also monitors SI window in SI period N+2. In Figure 1B, UE receives acknowledgment in SI period N+1; UE monitors SI window in SI period N+2 and if requested SI message is not received UE also monitors SI window in SI period N+3.
Proposal: After receiving the acknowledgment for SI request, UE monitors the SI window of the requested SI message in up to ‘X’ SI periods. The parameter ‘X’ is signalled in SIB 1.
3 Conclusion

Based on the above, RAN2 is requested to discuss and agree on the following proposals:
Proposal: After receiving the acknowledgment for SI request, UE monitors the SI window of the requested SI message in up to ‘X’ SI periods. The parameter ‘X’ is signalled in SIB 1.
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