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	Reason for change:
	It is unclear that whether UE should continue ongoing SFTD measurement upon NR mobility procedure (i.e. NR PSCell add or change). Based on 36.133, UE shall stop SFTD measurement if frequency is not changed and UE shall terminate the inter-RAT SFTD measurement. For simplicity, we propose to stop all ongoing SFTD measurement upon NR mobility procedure.


	
	

	Summary of change:
	<1> In 5.3.5.3, specify that UE shall perform measurement related action in 5.5.6.3 upon NR PSCell addition or NR PSCell change
<2> In 5.3.5.4, specify that UE shall perform measurement related action in 5.5.6.3 upon NR PSCell addition or NR PSCell change
<3> Add new section 5.5.6.3. UE shall remove the measurement ID of SFTD measurement up NR mobility
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SFTD measurement
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The inter-operability issue is already exist in current SPEC, where network and UE may have different understanding on SFTD measurement after NR mobility procedure.
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	Other comments:
	


1st change

5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

<Skip unrelated part>
1>
if the received RRCConnectionReconfiguration includes the nr-Config and it is set to release: or
1>
if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd and it is set to TRUE:

2>
perform ENDC release as specified in TS 38.331 [82, 5.3.5.10];

1>
if the received RRCConnectionReconfiguration includes the sk-Counter:

2>
perform key update procedure as specified in TS 38.331 [82, 5.3.5.7];

1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.3];
2> If a NR PSCell is added or NR PSCell is changed as the result of NR RRC Reconfiguration:

3> perform the measurement related actions as specified in 5.5.6.3;
1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure:

2>
resume SRB2 and all DRBs that are suspended, if any, including RBs configured with NR PDCP;

NOTE 4:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

NOTE 5:
The UE may discard SRB2 messages and data that it receives prior to completing the reconfiguration used to resume these bearers.

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

<Skip unrelated part>
2nd change

5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

<Skip unrelated part>
1>
if the received RRCConnectionReconfiguration includes the nr-Config and it is set to release; or

1>
if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd and it is set to TRUE:

2>
perform ENDC release as specified in TS 38.331 [82, 5.3.5.10];

1>
if the received RRCConnectionReconfiguration includes the sk-Counter:

2>
perform key update procedure as specified in in TS 38.331 [82, 5.3.5.7];

1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.3].
2> If a NR PSCell is added or NR PSCell is changed as the result of NR RRC Reconfiguration:
3> perform the measurement related actions as specified in 5.5.6.3;
1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6].

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

<Skip unrelated part>
3rd change

5.5.6
Measurement related actions

<Skip unrelated part>
5.5.6.3
Actions upon NR mobility
The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the associated reportConfig concerns an event involving reportSFTD-Meas:

3>
remove this measId from the measIdList within VarMeasConfig:

