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Modified Subclause
[bookmark: _Toc517229491]4.2.6	MAC parameters
	Definitions for parameters
	Per
	M
	FDD-TDD diff

	lcp-Restriction
Indicates whether UE supports the selection of logical channels for each UL grant based on RRC configured restriction.
	UE
	No
	No

	lcc-UniquePriority
Indicates whether UE supports the extended range of priority in LogicalChannelConfig that allows unique priority for each logical channel.
	UE
	No
	No

	logicalChannelSR-DelayTimer
Indicates whether the UE supports the logicalChannelSR-DelayTimer as specified in TS 38.321 [8] 
	UE
	TBD
	Yes

	longDRX-Cycle
Indicates whether UE supports long DRX cycle as specified in TS 38.321 [8].
	UE
	Yes
	Yes

	multipleConfiguredGrant
Indicates whether UE supports [16] configured grant configurations per cell group.
	UE
	No
	Yes

	multipleSR-Configurations
Indicates whether the UE supports [8] SR configurations per cell group.
	UE
	No
	Yes

	pucch-SpatialRelInfoMAC-CE
Indicates whether the UE supports indication of PUCCH-spatialrelationinfo by a MAC CE per PUCCH resource.
	UE
	No
	No

	shortDRX-Cycle
Indicates whether UE supports short DRX cycle as specified in TS 38.321 [8].
	UE
	Yes
	Yes

	skipUplinkTxDynamic
Indicates whether the UE supports skipping of UL transmission for an uplink grant indicated on PDCCH if no data is available for transmission as specified in TS 38.321 [8].
	UE
	TBD
	Yes
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