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	Reason for change:
	Give the reasons for change:
1. UE does not utilize intraFreqReselection if SIB1 reception fails/is not broadcast

	
	

	Summary of change:
	Impacts only SA.
Explain the changes:
1. Add handling of SIB1 is not broadcast/received and take into account MIB broadcast intraFreqReselection
Impact analysis
Impacted functionality:
SIB1 reception
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not there are  inter-operability problems as NW may assume incorrect UE behaviour e.g. UE may be assumed to try to camp on cell on same carrier
2. If the UE is implemented according to the CR and the network is not NW may assume incorrect UE behaviour e.g. UE may be assumed to try to camp on cell on same carrier

	
	

	Consequences if not approved:
	UE does not consider intraFreqReselection in case SIB1 reception fails
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First Modified Subclause
[bookmark: _Toc510018468]5.2.2.5	Essential system information missing
The UE shall:
1>	if in RRC_IDLE or in RRC_INACTIVE or in RRC_CONNECTED while T311 is running:
2>	if the UE is unable to acquire the MIB: 
3>	consider the cell as barred in accordance with TS 38.304 [20]; and
3>	perform barring as if intraFreqReselection is set to allowed; 
2>	else if the UE is unable to acquire the SIB1 or ssb-SubcarrierOffset indicates SIB1 not scheduled in the cell:
3>	if intraFreqReselection in MIB1 is set to notAllowed:
4> consider cell re-selection to other cells on the same frequency as the barred cell as not allowed, as specified in TS 38.304 [X].
3>	else:
4> consider cell re-selection to other cells on the same frequency as the barred cell as allowed, as specified in TS 38.304 [X].
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