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First Modified Subclause
9.2
Intra-NR

(…)
9.2.3
Mobility in RRC_CONNECTED

9.2.3.1
Overview

Network controlled mobility applies to UEs in RRC_CONNECTED and is categorized into two types of mobility: cell level mobility and beam level mobility.

Cell Level Mobility requires explicit RRC signalling to be triggered, i.e. handover. For inter-gNB handover, the signalling procedures consist of at least the following elemental components illustrated in Figure 9.2.3.1-1:
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Figure 9.2.3.1-1: Inter-gNB handover procedures

1.
The source gNB initiates handover and issues a Handover Request over the Xn interface.

2.
The target gNB performs admission control and provides the RRC configuration as part of the Handover Acknowledgement.

3.
The source gNB provides the RRC configuration to the UE in the Handover Command. The Handover Command message includes at least cell ID and all information required to access the target cell so that the UE can access the target cell without reading system information. For some cases, the information required for contention-based and contention-free random access can be included in the Handover Command message. The access information to the target cell may include beam specific information, if any.

4.
The UE moves the RRC connection to the target gNB and replies the Handover Complete.

The handover mechanism triggered by RRC requires the UE at least to reset the MAC entity and re-establish RLC. RRC managed handovers with and without PDCP entity re-establishment are both supported. For DRBs using RLC AM mode, PDCP can either be re-established together with a security key change or initiate a data recovery procedure without a key change. For DRBs using RLC UM mode and for SRBs, PDCP can either be re-established together with a security key change or remain as it is without a key change.

Data forwarding, in-sequence delivery and duplication avoidance at handover can be guaranteed when the target gNB uses the same DRB configuration as the source gNB.

Timer based handover failure procedure is supported in NR. RRC connection re-establishment procedure is used for recovering from handover failure.
Beam Level Mobility does not require explicit RRC signalling to be triggered. The gNB provides via RRC signalling the UE with CSI measurement configuration containing configurations of CSI resources and resource sets, CSI reports and trigger states for triggering channel and interference measurements and reports. Beam Level Mobility is then dealt with at lower layers by means of physical layer and MAC layer control signalling, and RRC is not required to know which beam is being used at a given point in time.
9.2.3.2
Handover

 (…)
9.2.8
Beam failure detection and recovery
For beam failure detection, the gNB configures the UE with beam failure detection reference signals and the UE declares beam failure when the number of beam failure instance indications from the physical layer reaches a configured threshold within a configured period.

After beam failure is detected, the UE:


-
triggers beam failure recovery by initiating a Random Access procedure on the PCell;

-
selects a suitable beam to perform beam failure recovery (if the gNB has provided dedicated Random Access resources for certain beams, those will be prioritized by the UE);

Upon completion of the Random Access procedure, beam failure recovery is considered complete.

End of Modified Subclause
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