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	Reason for change:
	1. When a UE in RRC_INACTIVE selects a PLMN that belongs to equivalent PLMNs and requests connection establishment, the new gNB may not know which PLMN that the UE has registered to. 
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2. Based on Reply LSes from SA2(R2-1806652) and CT1(R2-1811004), NSSAI is not included during the RRC resume procedure. Remove FFS.
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	1. Optional Selected PLMN identity field is included in RRCResumeComplete.
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Start of changes
6.2.2
Message definitions

–
RRCResumeComplete
The RRCResumeComplete message is used to confirm the successful completion of an RRC connection resumption.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to Network

RRCResumeComplete message

-- ASN1START

-- TAG-RRCRESUMECOMPLETE-START

RRCResumeComplete ::= SEQUENCE {


rrc-TransactionIdentifier



RRC-TransactionIdentifier,


criticalExtensions






CHOICE {



rrcResumeComplete



RRCResumeComplete-IEs,



criticalExtensionsFuture




SEQUENCE {}


}

}

RRCResumeComplete-IEs ::= SEQUENCE {

selectedPLMN-Identity



INTEGER (1..maxPLMN),




OPTIONAL,

dedicatedInfoNAS




DedicatedInfoNAS





OPTIONAL,


lateNonCriticalExtension



OCTET STRING














OPTIONAL,


nonCriticalExtension




SEQUENCE{}















OPTIONAL
}

-- TAG-RRCRESUMECOMPLETE-STOP

-- ASN1STOP



End of changes
