3GPP TSG-RAN WG2 Meeting #103
R2-1812425
Gothenburg, Sweden, 20th - 24th August 2018

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.331
	CR
	0172
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	TP on Acquisition of an SI message (H381).

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-08-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In the last RAN2 meeting, the following agreement about SI scheduling was agreed

Agreements

1: the unit of SI window length should be slot for NR.

2: the window length should be one or multiple beam sweeping periods, and maybe 5, 10, 20, 40, 80, 160 slots can be as SI window length choices.

Moreover, Corrections to system information scheduling in R2-1809699 was agreed. However, the unit of SI window used in R2-1809699 is still slot, which is not consistent with the agreements above.
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5.2.2.3.2
Acquisition of an SI message

When acquiring an SI message, the UE shall:

1>
determine the start of the SI-window for the concerned SI message as follows:

2>
for the concerned SI message, determine the number n which corresponds to the order of entry in the list of SI messages configured by schedulingInfoList in si-SchedulingInfo in SIB1;

2>
determine the integer value x = (n – 1)*w, where w is the si-WindowLength;

2>
the SI-window starts at the slot #a, where a = x mod b, in the radio frame for which SFN mod T = FLOOR(x/b), where T is the si-Periodicity of the concerned SI message, b is the number of slots in one radio frame;
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