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[bookmark: _Toc510531201]START OF FIRST CHANGE
5.4	Inter-RAT mobility
[bookmark: _Toc510531203]5.4.2	Handover to E-UTRA
[bookmark: OLE_LINK21][bookmark: OLE_LINK22][bookmark: _Toc510531206]5.4.2.3	Reception of the RRCConnectionReconfiguration by the UE
>>>>>>>>>>>>>>Omitted unchanged parts<<<<<<<<<<<<<<
1>	derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
1>	derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>	if the received RRCConnectionReconfiguration includes the sk-Counter:
2>	perform key update procedure as specified in TS 38.331 [82, 5.3.5.7];
1. if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:
2>	perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.3].
Editor’s note: It is FFS whether setup of EN-DC or MR-DC can be performed for inter-RAT (inter-system or intra-system) HO from NR, or for inter-system intra-LTE HO. 
1>	if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:
2>	perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];
1>	if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:
2> perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6].
END OF FIRST CHANGE

START OF SECOND CHANGE
[bookmark: _Toc510531476]6.2.2	Message definitions
[bookmark: _Toc510531498]–	RRCConnectionReconfiguration

	RRCConnectionReconfiguration field descriptions

	sk-Counter
A one-shot counter used upon initial configuration of security for EN-DC and NGEN-DC, as well as upon refresh of S-KgNB or KSN. E-UTRAN provides this field upon configuring EN-DC or NGEN-DC to facilitate configuration of SRB3. This field is optional during reconfiguration; intra-LTE or intra-eLTE handover or handover to eLTE.



END OF SECOND CHANGE

