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	Reason for change:
	3GPP/SA2 has clarified that the target CN may be indicated for Emergency Services Fallback. Furthermore, 3GPP/SA2 has also clarified that the target CN is valid within the current Registration Area per RAT and that the target CN is conveyed to the UE.

	
	

	Summary of change:
	It is clarified that the target CN can be indicated in the N2 procedure, that the target CN is valid within the Registration Area per RAT and that the target CN (if indicated) is conveyed to the UE.
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	Misalignment between RAN2 and SA2 specifications can cause erroneous behavior.

	
	

	Clauses affected:
	16.5.4

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** Start change ***
16.5.4
Fallback

RAT fallback towards E-UTRA connected to 5GC is performed when NR does not support Emergency Services and System fallback towards E-UTRA connected to EPS is performed when 5GC does not support Emergency Services. Depending on factors such as CN interface availability, network configuration and radio conditions, the fallback procedure results in either CONNECTED state mobility (handover procedure) or IDLE state mobility (redirection) - see 3GPP TS 23.501 [3] and 3GPP TS 36.331 [12]. 
In the N2 procedure, the AMF based on support for Emergency Services in 5GC or EPC may indicate the target CN for the RAN node to know whether inter-RAT fallback or inter-system fallback is to be performed. When the target CN is indicated in the N2 procedure, the target CN is also conveyed to the UE. The Emergency Services Fallback support indicator is valid within the current Registration Area per RAT.
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