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	Reason for change:
	To support the release and addition of the DRB when PDCP SN length changed in EN-DC.

	
	

	Summary of change:
	Add a new use case for removal and addition of same DRB in a single radioResourceConfigDedicated.
Impact analysis

Impacted functionality:

PDCP SN length change for DRB

Inter-operability:

1.
If the UE is implemented according to this CR but the network is not, there is no backward compatibility issue; 

2.
If the network is implemented according to this CR but the UE is not, there is backward compatibility issue.
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CHANGE START
5.3.10.3
DRB addition/ modification

The UE shall:

1>
for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment including the case when full configuration option is used):

2>
if the concerned entry of drb-ToAddModList includes the drb-TypeLWA set to TRUE (i.e. add LWA DRB):

3>
perform the LWA specific DRB addition or reconfiguration as specified in 5.3.10.3a2;

2>
if the concerned entry of drb-ToAddModList includes the drb-TypeLWIP (i.e. add LWIP DRB):
3>
perform LWIP specific DRB addition or reconfiguration as specified in 5.3.10.3a3;

2>
else if drb-ToAddModListSCG is not received or does not include the drb-Identity value (i.e. add MCG DRB or MCG RLC bearer for EN-DC):
3>
if pdcp-Config is received, establish a PDCP entity and configure it with the current MCG security configuration and in accordance with the received pdcp-Config;

3>
if rlc-Config is received, establish an MCG RLC entity or entities in accordance with the received rlc-Config;

3>
if logicalChannelIdentity and logicalChannelConfig are received, establish an MCG DTCH logical channel in accordance with the received logicalChannelIdentity and the received logicalChannelConfig;

3>
if pdcp-Config is not received, after processing nr-RadioBearerConfig1 and nr-RadioBearerConfig2 if present in the RRCConnectionReconfiguration message which triggered the execution of the DRB addition/modification procedure, associate MCG RLC bearer with the NR PDCP entity associated with the same value of drb-Identity in the current UE configuration as specified in TS 38.331 [82];

2>
if a DRB was configured with the same eps-BearerIdentity (fullConfig or change to E-UTRA PDCP):

3>
associate the established DRB with corresponding included eps-BearerIdentity;

2>
else if the entry of drb-ToAddModList includes pdcp-config (establishment of bearer with E-UTRA PDCP):

3>
indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;

1>
for each drb-Identity value included in the drb-ToAddModList that is part of the current UE configuration (DRB reconfiguration):

2>
if the DRB indicated by drb-Identity is an LWA DRB (i.e. LWA to LTE only or reconfigure LWA DRB):

3>
perform the LWA specific DRB reconfiguration as specified in 5.3.10.3a2;

2>
else if the concerned entry of drb-ToAddModList includes the drb-TypeLWA set to TRUE (i.e. LTE only to LWA DRB):

3>
perform the LWA specific DRB reconfiguration as specified in 5.3.10.3a2;

2>
if the concerned entry of drb-ToAddModList includes the drb-TypeLWIP (i.e. add or reconfigure LWIP DRB):

3>
perform LWIP specific DRB addition or reconfiguration as specified in 5.3.10.3a3;

2>
if drb-ToAddModListSCG is not received or does not include the drb-Identity value:
3>
if the DRB indicated by drb-Identity is an MCG DRB or configured with MCG RLC bearer in EN-DC (reconfigure MCG RLC bearer for EN-DC or reconfigure MCG DRB):

4>
if the pdcp-Config is included:

5>
reconfigure the PDCP entity in accordance with the received pdcp-Config;

4>
if the rlc-Config is included:

5>
if reestablishRLC is received, re-establish the RLC entity of this DRB;

5>
reconfigure the RLC entity or entities in accordance with the received rlc-Config;

4>
if the logicalChannelConfig is included:

5>
reconfigure the DTCH logical channel in accordance with the received logicalChannelConfig;

NOTE:
Removal and addition of the same drb-Identity in a single radioResourceConfigDedicated is not supported. In case drb-Identity is removed and added due to handover or re-establishment with the full configuration option, or NR PDCP SN length change in EN-DC, the eNB can use the same value of drb-Identity.
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