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1   Introduction
In this contribution, we address the reaming issue on UE capability report.
2   Discussion
When the UE is requeset to report the UE capablity, the UE would fill the band commbinations for LTE, NR or MR-DC seperately according the requested RAT type as below as in [1] 36.331 :

2>
if the ue-CapabilityRequest includes cdma2000-1XRTT and if the UE supports CDMA2000 1xRTT:

3>
include the UE radio access capabilities for CDMA2000 within a ue-CapabilityRAT-Container and with the rat-Type set to cdma2000-1XRTT;

2>
if the ue-CapabilityRequest includes nr and if the UE supports NR:

3>
include the UE radio access capabilities for NR within a ue-CapabilityRAT-Container, with the rat-Type set to nr and in accordance with requestedFreqBandsNR-MRDC and as specified in TS 38.331 [X2, 5.6.1].

2>
if the ue-CapabilityRequest includes eutra-nr and if the UE supports EN-DC:

3>
include the UE radio access capabilities for EUTRA-NR within a ue-CapabilityRAT-Container, with the rat-Type set to eutra-nr and in accordance with in accordance with requestedFreqBandsNR-MRDC and as specified in TS 38.331 [82, 5.6.1].

Usually, the UE would fill UE capability separately for different RAT type. However the featureSets is only included in LTE capability and NR capability while it is also used for MR-DC band combinations. The featureSets used for MR-DC is a set of indexes pointing to the featureSets in LTE capability and NR capability. It means when the UE fill the featureSets in LTE capability or NR capability, the UE shall consider if the RAT-type of MR-DC is included or not. If the MR-DC is requested in the same capability request message, the UE should also include the featuresets used for MR-DC. A section for feature sets cold be added as below for clarification:
5.6.1.x
Compilation of Feature Sets supported by the UE

For the featureSetCombinations corresponding to all band combinations reported in supportedBandCombination, the UE shall include the corresponding FeatureSets. If the eutra-nr is included in ue-CapabilityRequest and if the UE supports EN-DC, the UE shall also include the FeatureSets corresponding to featureSetCombinations included in band combinations for MRDC. 

Proposal 1: when the UE fill the featureSets in LTE capability or NR capability, the UE shall consider if the RAT-type of MR-DC is included or not.

3   Proposal
In this contribution, we discussed the reaming issue on UE capability report and proposed that:
Proposal 1: when the UE fill the featureSets in LTE capability or NR capability, the UE shall consider if the RAT-type of MR-DC is included or not.
