错误！文档中没有指定样式的文字。
4
错误！文档中没有指定样式的文字。

3GPP TSG-RAN WG2#103	R2-1812590
[bookmark: OLE_LINK90][bookmark: OLE_LINK91]Gothenburg, Sweden, 20 – 26 August 2018	
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	37.340
	CR
	0053
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction to Layer 2 handling for bearer type change

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	RAN2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-08-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In Table A-1 in Annex, for the bearer type change between split bearers and SCG bearers with key change, the action for SCG RLC is always RLC re-establishment, which is not correct. This is because the SCG RLC operations should be decided by the solution selected by the network. If the network selects to change LCID with RLC bearer release and add, SCG RLC does not need to be re-established.


	
	

	Summary of change:
	Add Note 2 in Table A-1 to clarify that SCG MAC/RLC behaviours should depend on the solution selected by the network. Update the table and the note accordingly.

Impact analysis
Impacted functionality:
Bearer type change
Inter-operability:
1.	If the UE is implemented according to this CR but the network is not, there is no backward compatibility issue; 
2.	If the network is implemented according to this CR but the UE is not, there is no possible backward compatibility issue.


	
	

	Consequences if not approved:
	The informative behaviours in Table A-1 for the bearer type change is not correct. 

	
	

	Clauses affected:
	Annex A (informative)

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Page 1


[bookmark: _Toc510393431]START OF CHANGES
[bookmark: _Toc510393469]Annex A (informative):
Layer 2 handling for bearer type change
This subclause provides for information an overview on L2 handling for bearer type change in EN-DC, with and without security key change (from KeNB to S-KgNB and from S-KgNB to KeNB), i.e. with and without a change of the termination point.
Table A-1: L2 handling for bearer type change with and without security key change
	Bearer type change from row
to col
	MCG 
	Split  
	SCG

	
	no key change
	with key change
(KeNB <->
S-KgNB)
	no key change
	with key change
(KeNB <->
S-KgNB)
	no key
change
	with key change
(KeNB <->
S-KgNB)

	MCG
	N/A
	PDCP:
Re-establish
MCG RLC:
Re-establish
MCG MAC:
See Note 1
SCG RLC:
No action
SCG MAC:
No action
	PDCP: Reconfigure
MCG RLC: No action
MCG MAC: No action
SCG RLC: Establish
SCG MAC: Reconfigure
	PDCP:
Re-establish
MCG RLC:
Re-establish
MCG MAC:
See Note 1
SCG RLC:
Establish
SCG MAC:
Reconfigure
	PDCP:
Recovery
MCG RLC:
Re-est+release
MCG MAC:
Reconfigure
SCG RLC:
Establish
SCG MAC:
Reconfigure
	PDCP:
Re-establish
MCG RLC:
Re-est+release
MCG MAC:
Reconfigure
SCG RLC:
Establish
SCG MAC:
Reconfigure

	Split
	PDCP:
Recovery
MCG RLC:
No action
MCG MAC:
No action
SCG RLC:
Release
SCG MAC:
Reconfigure
	PDCP: 
Re-establish
MCG RLC: Re-establish
MCG MAC: See Note 1
SCG RLC: Release
SCG MAC: Reconfigure
	N/A
	PDCP:
Re-establish
MCG RLC:
Re-establish
MCG MAC:
See Note 1
SCG RLC: 
See Note 2Re-establish
SCG MAC: 
See Note 2
	PDCP: Recovery
MCG RLC:
Re-est+release
MCG MAC:
Reconfigure
SCG RLC: 
No action
SCG MAC:
No action
	PDCP:
Re-establish
MCG RLC:
Re-est+release
MCG MAC:
Reconfigure
SCG RLC: 
See Note 2Re-establish
SCG MAC: 
See Note 2

	SCG
	PDCP:   Recovery
MCG RLC: Establish
MCG MAC: Reconfigure
SCG RLC: Release
SCG MAC: Reconfigure
	PDCP:
Re-establish
MCG RLC:
Establish
MCG MAC:
Reconfigure
SCG RLC:
Release
SCG MAC:
Reconfigure
	PDCP: Reconfigure
MCG RLC: Establish
MCG MAC: Reconfigure
SCG RLC: No action
SCG MAC: No action
	PDCP:
Re-establish
MCG RLC:
Establish
MCG MAC:
Reconfigure
SCG RLC:
See Note 2
Re-establish
SCG MAC: 
See Note 2
	N/A
	PDCP:
Re-establish
MCG RLC:
No action
MCG MAC:
No action
SCG RLC:
See Note 2
Re-establish
SCG MAC:
See note 2



NOTE 1:	For MCG, MAC behaviour depends on the solution selected by the network. It can be “MAC reset by reconfiguration with mobilityControlInfo”, or “change of LCID by reconfiguring LCID”, e.g. MAC reset, change of LCID, etc.
NOTE 2: For SCG, MAC/RLC behaviour depends on the solution selected by the network. It can be “MAC reset by reconfiguration with Sync + RLC re-establishment”, or “change of LCID by RLC bearer release and add”.
END OF CHANGES
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