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1 Introduction
This TP is related to the discussion paper [1].
2 Text Proposal
–
RRCConnectionResumeRequest
The RRCConnectionResumeRequest message is used to request the resumption of a suspended RRC connection.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: UE to E‑UTRAN

RRCConnectionResumeRequest message
-- ASN1START

RRCConnectionResumeRequest-r13 ::=
SEQUENCE {


criticalExtensions





CHOICE {



rrcConnectionResumeRequest-r13


RRCConnectionResumeRequest-r13-IEs,




criticalExtensionsFuture



SEQUENCE {}


}

}

RRCConnectionResumeRequest-r13-IEs ::=

SEQUENCE {


resumeIdentity-r13







CHOICE {



resumeID-r13








ResumeIdentity-r13,



truncatedResumeID-r13






BIT STRING (SIZE (24))


},


shortResumeMAC-I-r13







BIT STRING (SIZE (16)),


resumeCause-r13








ResumeCause,

forInactive-r15






BIT STRING (SIZE (1))

}

ResumeCause ::=



ENUMERATED {











emergency, highPriorityAccess, mt-Access, mo-Signalling,











mo-Data, delayTolerantAccess-v1020, mo-VoiceCall-v1280, spare1}

-- ASN1STOP

	RRCConnectionResumeRequest field descriptions

	resumeCause

Provides the resume cause for the RRC connection resume request as provided by the upper layers. The network is not expected to reject a RRCConnectionResumeRequest due to unknown cause value being used by the UE.

	resumeIdentity

UE identity to facilitate UE context retrieval at eNB

	shortResumeMAC-I

Authentication token to facilitate UE authentication at eNB

	forInactive
If this filed is set to 1, this message is for resuming from RRC_INACTIVE state, and the IE resumeIdentity is interpreted as I-RNTI.


3 Text Proposal
It is proposed RAN2 to agree on this TP and merge it into running 36.331 CR.
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