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[bookmark: _Toc494150048]6.3.2	Radio resource control information elements
*********** CONTENT PARTIALLY OMITTED **********
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.
RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=		SEQUENCE {
	srb-ToAddModList					SRB-ToAddModList			OPTIONAL, 		-- Cond HO-Conn
	drb-ToAddModList					DRB-ToAddModList			OPTIONAL, 		-- Cond HO-toEUTRA
	drb-ToReleaseList					DRB-ToReleaseList			OPTIONAL, 		-- Need ON
	mac-MainConfig						CHOICE {
			explicitValue					MAC-MainConfig,
			defaultValue					NULL
	}		OPTIONAL,																-- Cond HO-toEUTRA2
	sps-Config							SPS-Config 					OPTIONAL,		-- Need ON
	physicalConfigDedicated				PhysicalConfigDedicated		OPTIONAL,		-- Need ON
	...,
	[[	rlf-TimersAndConstants-r9		RLF-TimersAndConstants-r9			OPTIONAL	-- Need ON
	]],
	[[	measSubframePatternPCell-r10	MeasSubframePatternPCell-r10		OPTIONAL	-- Need ON
	]],
	[[	neighCellsCRS-Info-r11			NeighCellsCRS-Info-r11				OPTIONAL	-- Need ON
	]],
	[[	naics-Info-r12				NAICS-AssistanceInfo-r12			OPTIONAL	-- Need ON
	]],
	[[	neighCellsCRS-Info-r13			NeighCellsCRS-Info-r13				OPTIONAL,	-- Cond CRSIM
		rlf-TimersAndConstants-r13		RLF-TimersAndConstants-r13			OPTIONAL	-- Need ON
	]],
	[[	sps-Config-v1430				SPS-Config-v1430					OPTIONAL	-- Cond SPS
	]],
	[[
		drb-ToAddModListExt-r15			DRB-ToAddModListExt-r15		OPTIONAL, 		-- Cond HO-toEUTRA
		drb-ToReleaseListExt-r15		DRB-ToReleaseListExt-r15	OPTIONAL 		-- Need ON
	]]
}

RadioResourceConfigDedicated-v1370 ::=		SEQUENCE {
	physicalConfigDedicated-v1370		PhysicalConfigDedicated-v1370		OPTIONAL	-- Need ON
}

RadioResourceConfigDedicatedPSCell-r12 ::=		SEQUENCE {
	-- UE specific configuration extensions applicable for an PSCell
	physicalConfigDedicatedPSCell-r12		PhysicalConfigDedicated		OPTIONAL,	-- Need ON
	sps-Config-r12							SPS-Config					OPTIONAL,	-- Need ON
	naics-Info-r12							NAICS-AssistanceInfo-r12	OPTIONAL,	-- Need ON
	...,
	[[	neighCellsCRS-InfoPSCell-r13		NeighCellsCRS-Info-r13		OPTIONAL	-- Need ON
	]],
	[[	sps-Config-v1430				SPS-Config-v1430				OPTIONAL	-- Cond SPS2
	]]
}

RadioResourceConfigDedicatedPSCell-v1370 ::=		SEQUENCE {
	physicalConfigDedicatedPSCell-v1370		PhysicalConfigDedicated-v1370	OPTIONAL	-- Need ON
}

RadioResourceConfigDedicatedSCG-r12 ::=		SEQUENCE {
	drb-ToAddModListSCG-r12				DRB-ToAddModListSCG-r12			OPTIONAL, 	-- Need ON
	mac-MainConfigSCG-r12				MAC-MainConfig					OPTIONAL,	-- Need ON
	rlf-TimersAndConstantsSCG-r12		RLF-TimersAndConstantsSCG-r12	OPTIONAL,	-- Need ON
	...,
	[[
		drb-ToAddModListExtSCG-r15			DRB-ToAddModListExtSCG-r15			OPTIONAL 	-- Need ON
	]]
}

RadioResourceConfigDedicatedSCell-r10 ::=	SEQUENCE {
	-- UE specific configuration extensions applicable for an SCell
	physicalConfigDedicatedSCell-r10		PhysicalConfigDedicatedSCell-r10	OPTIONAL,	-- Need ON
	...,
	[[	mac-MainConfigSCell-r11			MAC-MainConfigSCell-r11			OPTIONAL	-- Cond SCellAdd
	]],
	[[	naics-Info-r12				NAICS-AssistanceInfo-r12		OPTIONAL	-- Need ON
	]],
	[[	neighCellsCRS-InfoSCell-r13			NeighCellsCRS-Info-r13		OPTIONAL	-- Need ON
	]],
	[[	physicalConfigDedicatedSCell-v1370	PhysicalConfigDedicatedSCell-v1370	OPTIONAL	-- Need ON
	]]
}

SRB-ToAddModList ::=				SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=	SEQUENCE {
	srb-Identity						INTEGER (1..2),
	rlc-Config							CHOICE {
		explicitValue						RLC-Config,
		defaultValue						NULL
	}		OPTIONAL,																-- Cond Setup
	logicalChannelConfig				CHOICE {
		explicitValue						LogicalChannelConfig,
		defaultValue						NULL
	}		OPTIONAL,																-- Cond Setup
	...
}

[bookmark: OLE_LINK4]DRB-ToAddModList ::=				SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddModListExt-r15 ::=			SEQUENCE (SIZE (maxDRB-Plus1..maxDRB-r15)) OF DRB-ToAddMod


DRB-ToAddModListSCG-r12 ::=		SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddModSCG-r12
DRB-ToAddModListExtSCG-r15 ::=	SEQUENCE (SIZE (maxDRB-Plus1..maxDRB-r15)) OF DRB-ToAddModSCG-r12


DRB-ToAddMod ::=	SEQUENCE {
	eps-BearerIdentity					INTEGER (0..15)			OPTIONAL,		-- Cond DRB-Setup
	drb-Identity						DRB-Identity,
	pdcp-Config							PDCP-Config				OPTIONAL,		-- Cond PDCP
	rlc-Config							RLC-Config				OPTIONAL,		-- Cond SetupM
	logicalChannelIdentity				INTEGER (3..10)			OPTIONAL,		-- Cond DRB-SetupM
	logicalChannelConfig				LogicalChannelConfig	OPTIONAL,		-- Cond SetupM
	...,
	[[	drb-TypeChange-r12					ENUMERATED {toMCG}		OPTIONAL,		-- Need OP
		rlc-Config-v1250					RLC-Config-v1250		OPTIONAL		-- Need ON
	]],
	[[	rlc-Config-v1310					RLC-Config-v1310		OPTIONAL,		-- Need ON
		drb-TypeLWA-r13						BOOLEAN					OPTIONAL,		-- Need ON
		drb-TypeLWIP-r13					ENUMERATED {lwip, lwip-DL-only,
											 lwip-UL-only, eutran}		OPTIONAL		-- Need ON
	]],
	[[	rlc-Config-v1430					RLC-Config-v1430		OPTIONAL,		-- Need ON
		lwip-UL-Aggregation-r14				BOOLEAN					OPTIONAL,		-- Cond LWIP
		lwip-DL-Aggregation-r14				BOOLEAN					OPTIONAL,		-- Cond LWIP
		lwa-WLAN-AC-r14			ENUMERATED {ac-bk, ac-be, ac-vi, ac-vo}	OPTIONAL	-- Cond UL-LWA
	]],
	[[	rlc-Config-v1510					RLC-Config-v1510		OPTIONAL		-- Need ON
	]],
	[[
		logicalChannelIdentity-r15		INTEGER (32..3848)			OPTIONAL	-- Cond DRB-SetupM
	]]
}

DRB-ToAddModSCG-r12 ::=	SEQUENCE {
	drb-Identity-r12					DRB-Identity,
	drb-Type-r12						CHOICE {
		split-r12							NULL,
		scg-r12								SEQUENCE {
			eps-BearerIdentity-r12				INTEGER (0..15)	OPTIONAL,	-- Cond DRB-Setup
			pdcp-Config-r12						PDCP-Config		OPTIONAL	-- Cond PDCP-S
		}
	}															OPTIONAL,	-- Cond SetupS2
	rlc-ConfigSCG-r12					RLC-Config				OPTIONAL,	-- Cond SetupS
	rlc-Config-v1250						RLC-Config-v1250			OPTIONAL,	-- Need ON
	logicalChannelIdentitySCG-r12		INTEGER (3..10)			OPTIONAL,	-- Cond DRB-SetupS
	logicalChannelConfigSCG-r12			LogicalChannelConfig	OPTIONAL,	-- Cond SetupS
	...,
	[[	rlc-Config-v1430					RLC-Config-v1430		OPTIONAL		-- Need ON
	]],
	[[
		logicalChannelIdentitySCG-r15		INTEGER (32..3848)	OPTIONAL	-- Cond DRB-SetupS
	]]
}

DRB-ToReleaseList ::=				SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity
DRB-ToReleaseListExt-r15 ::=		SEQUENCE (SIZE (maxDRB-Plus1..maxDRB-r15)) OF DRB-Identity


MeasSubframePatternPCell-r10 ::=		CHOICE {
	release								NULL,
	setup							MeasSubframePattern-r10
}

NeighCellsCRS-Info-r11 ::=		CHOICE {
	release							NULL,
	setup							CRS-AssistanceInfoList-r11
}

CRS-AssistanceInfoList-r11 ::=	SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11

CRS-AssistanceInfo-r11 ::= SEQUENCE {
	physCellId-r11						PhysCellId,
	antennaPortsCount-r11				ENUMERATED {an1, an2, an4, spare1},
	mbsfn-SubframeConfigList-r11		MBSFN-SubframeConfigList,
	...,
	[[	mbsfn-SubframeConfigList-v1430	MBSFN-SubframeConfigList-v1430		OPTIONAL	-- Need ON
	]]
}

NeighCellsCRS-Info-r13 ::=		CHOICE {
	release							NULL,
	setup							CRS-AssistanceInfoList-r13
}

CRS-AssistanceInfoList-r13 ::=	SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r13

CRS-AssistanceInfo-r13 ::= SEQUENCE {
	physCellId-r13						PhysCellId,
	antennaPortsCount-r13				ENUMERATED {an1, an2, an4, spare1},
	mbsfn-SubframeConfigList-r13		MBSFN-SubframeConfigList			OPTIONAL,	-- Need ON
	...,
	[[	mbsfn-SubframeConfigList-v1430	MBSFN-SubframeConfigList-v1430		OPTIONAL	-- Need ON
	]]
}

NAICS-AssistanceInfo-r12 ::=		CHOICE {
	release							NULL,
	setup							SEQUENCE {
		neighCellsToReleaseList-r12		NeighCellsToReleaseList-r12			OPTIONAL	,	-- Need ON
		neighCellsToAddModList-r12		NeighCellsToAddModList-r12			OPTIONAL,	-- Need ON
		servCellp-a-r12					P-a	 							OPTIONAL	-- Need ON
	}
}

NeighCellsToReleaseList-r12 ::=	SEQUENCE (SIZE (1..maxNeighCell-r12)) OF PhysCellId

NeighCellsToAddModList-r12 ::=	SEQUENCE (SIZE (1..maxNeighCell-r12)) OF NeighCellsInfo-r12

NeighCellsInfo-r12	::=		SEQUENCE {
	physCellId-r12					PhysCellId,
	p-b-r12						INTEGER (0..3),
	crs-PortsCount-r12				ENUMERATED {n1, n2, n4, spare},
	mbsfn-SubframeConfig-r12		MBSFN-SubframeConfigList				OPTIONAL,	-- Need ON
	p-aList-r12					SEQUENCE (SIZE (1..maxP-a-PerNeighCell-r12)) OF P-a,
	transmissionModeList-r12		BIT STRING (SIZE(8)),
	resAllocGranularity-r12			INTEGER (1..4),
	...
}
P-a ::= ENUMERATED {	dB-6, dB-4dot77, dB-3, dB-1dot77,
									dB0, dB1, dB2, dB3}

-- ASN1STOP


******************** NEXT CHANGED SECTION ********************

[bookmark: _Toc494150472]11.1	UE capability related constraints
The following table lists constraints regarding the UE capabilities that E-UTRAN is assumed to take into account.
	Parameter
	Description
	Value
	NB-IoT

	#DRBs
	The number of DRBs that a UE shall support
	8, 15
	(0, 1, 2) 
NOTE1

	#RLC-AM
	The number of RLC AM entities that a UE shall support
	10, 17, 18, 27
	(2, 3)
NOTE1

	#minCellperMeasObjectEUTRA
	The minimum number of neighbour cells (excluding black list cells) that a UE shall be able to store within a MeasObjectEUTRA. NOTE.
	32
	N/A

	#minBlackCellRangesperMeasObjectEUTRA
	The minimum number of blacklist cell PCI ranges that a UE shall be able to store within a MeasObjectEUTRA
	32
	N/A

	#minCellperMeasObjectUTRA
	The minimum number of neighbour cells that a UE shall be able to store within a MeasObjectUTRA. NOTE.
	32
	N/A

	#minCellperMeasObjectGERAN
	The minimum number of neighbour cells that a UE shall be able to store within a measObjectGERAN. NOTE.
	32
	N/A

	#minCellperMeasObjectCDMA2000
	The minimum number of neighbour cells that a UE shall be able to store within a measObjectCDMA2000. NOTE.
	32
	N/A

	#minCellTotal
	The minimum number of neighbour cells (excluding black list cells) that UE shall be able to store in total in all measurement objects configured
	256
	N/A

	NOTE:	In case of CGI reporting, the limit regarding the cells E-UTRAN can configure includes the cell for which the UE is requested to report CGI i.e. the amount of neighbour cells that can be included is at most (# minCellperMeasObjectRAT - 1), where RAT represents EUTRA/UTRA/GERAN/CDMA2000 respectively.

	NOTE1:	#DRBs based on UE capability, #RLC-AM =#DRBs + 2.10 or 17 if PDCP duplication is not supported or 18 or 27 if PDCP duplication is supported.




