[bookmark: OLE_LINK32][bookmark: OLE_LINK33]3GPP TSG-RAN WG2 Meeting #103						R2-1812852
[bookmark: _GoBack]Gothenburg, Sweden, 20th – 24th August 2018

Title:	[Draft] LS on applying power class for inter-band CA
Response to:	
Release:	Rel-14
Work Item:	LTE_B41_UE_PC2

Source:	SoftBank (to be RAN2)
To:	RAN4
Cc:	
Contact Person:        
Name:	Katsunari UEMURA
E-mail Address:	katsunari.uemura@g.softbank.co.jp


1. Overall Description: 
RAN2 would like to indicate the PC2 capable UE behaviour is not explicitly specified in clause 6.2.2A, TS 36.101.
“For inter-band carrier aggregation with uplink assigned to one E-UTRA band in Band 41, the requirements for power class 2 are not applicable and the corresponding requirements for a power class 3 UE shall apply.”
From RAN2 perspective, there are two possible implementations:
· Option1: PC3 is applied when the inter-band CA is configured (i.e. SCell addition).
· Option2: PC3 is applied when the inter-band CA is configured and the SCell is activated.

RAN2 discussed to avoid the potential issues caused by different implementation between the eNB and the UE and agreed the Option2 is the appropriate UE behaviour.

2. Actions:
To RAN4 WG:
ACTION: 	RAN2 kindly asks RAN4 to update their specifications for capturing RAN2 agreement above.

3. Date of Next RAN2 Meetings:
TSG-RAN2 Meeting#103bis	October 08 – 12, 2018		Chengdu, China
TSG-RAN2 Meeting#104 	November 12 – 16, 2018		Spokane, USA

