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	CHANGE START


–
UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [yy].

UE-NR-Capability information element

-- ASN1START

-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::= SEQUENCE {


accessStratumRelease


AccessStratumRelease,


pdcp-Parameters




PDCP-Parameters, 


rlc-Parameters




RLC-Parameters





OPTIONAL,








mac-Parameters




MAC-Parameters





OPTIONAL,





 


phy-Parameters




Phy-Parameters,


rf-Parameters




RF-Parameters,


measParameters




MeasParameters





OPTIONAL,

fdd-Add-UE-NR-Capabilities

UE-NR-CapabilityAddXDD-Mode


OPTIONAL,


tdd-Add-UE-NR-Capabilities

UE-NR-CapabilityAddXDD-Mode


OPTIONAL,


fr1-Add-UE-NR-Capabilities

UE-NR-CapabilityAddFRX-Mode


OPTIONAL,


fr2-Add-UE-NR-Capabilities

UE-NR-CapabilityAddFRX-Mode


OPTIONAL,

featureSets





FeatureSets 





OPTIONAL,


featureSetCombinations


SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination


OPTIONAL,

lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension


UE-NR-Capability-vxy






OPTIONAL
}

UE-NR-Capability-vxy ::= 


SEQUENCE {


ims-Voice





IMS-Voice





OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL 

}

UE-NR-CapabilityAddXDD-Mode ::=
SEQUENCE {


phy-ParametersXDD-Diff


Phy-ParametersXDD-Diff


OPTIONAL,


mac-ParametersXDD-Diff


MAC-ParametersXDD-Diff


OPTIONAL,


measParametersXDD-Diff


MeasParametersXDD-Diff


OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode ::=
SEQUENCE {


phy-ParametersFRX-Diff


Phy-ParametersFRX-Diff


OPTIONAL,


measParametersFRX-Diff


MeasParametersFRX-Diff


OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP

-- ASN1STOP
Next Modified Subclause

–
FreqSeparationClass
The IE FreqSeparationClass is used for an intra-band non-contiguous CA band combination to indicate frequency separation between lower edge of lowest CC and upper edge of highest CC in a frequency band.

FreqSeparationClass information element

-- ASN1START

-- TAG-FREQSEPARATIONCLASS-START

FreqSeparationClass ::=
ENUMERATED {c1, c2, c3, ...}

-- TAG-FREQSEPARATIONCLASS-STOP

-- ASN1STOP
–
IMS-Voice
The IE IMS-Voice is used to convey UE capabilities related to voice over NR MCG and voice over NR SCG.
IMS-Voice information element

-- ASN1START

-- TAG-IMSVOICE-START
IMS-Voice ::=


SEQUENCE {


voiceOverMCG-Bearer




ENUMERATED {supported}


OPTIONAL,

voiceOverSCG-Bearer




ENUMERATED {supported}


OPTIONAL
}

-- TAG-IMSVOICE-STOP

-- ASN1STOP
