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1. Overall Description:
RAN2 would like to inform RAN4 about the following RAN2 agreement on the UE capability for the need of measurement gap in NR standalone.
	Agreements

1:
In release-15, for NR SA we will not define any capability signalling for the UE to inform the network of its 'need for gaps'. (Decision already taken for EN-DC).


This means that the conditions where the UE requires / does not require measurement gaps will have to be standardized. RAN2 noticed that RAN4 already defines the condition for non-gap-assisted measurement for intra-frequency SSB-based measurements in TS38.133. RAN2 would like to ask RAN4 to discuss whether there are any other cases where non-gap-assisted measurement is supported.

Please note that RAN2 previously sent an LS on “UE capability of measurement gap for inter-RAT NR measurement not yet configured with EN-DC” [1], in which RAN2 asked a similar question for inter-RAT NR measurements while the UE is served in E-UTRAN. RAN2 appreciate RAN4’s timely feedback to the LS as well.
2. Actions:

To RAN4:

RAN2 would like to ask RAN4 to discuss and inform RAN2 whether there are any cases where non-gap-assisted measurement is supported, other than intra-frequency SSB-based measurements as already defined in TS38.133.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting #103bis

8 - 12 October 2018, Chengdu, China
TSG-RAN2 Meeting #104

12 – 16 November 2018, Spokane, USA
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