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First Modified Subclause
[bookmark: _Toc510531162]5.3.10.2	DRB release
The UE shall:
1>	for each drb-Identity value included in the drb-ToReleaseList that is part of the current UE configuration (DRB release); or
1>	for each drb-identity value that is to be released as the result of full configuration option according to 5.3.5.8:
2>  if DRB release is result of full configuration option according to 5.3.5.8:
3>  release the E-UTRA or NR PDCP entity;
2>	if this DRB is configured with pdcp-config or DRB release is result of full configuration:
[bookmark: _GoBack]3>	release the E-UTRA or NR PDCP entity;
2>	else if the release is not triggered by full configuration (release the RLC bearer configuration of MCG):
3>	re-establish the RLC entity as specified in 36.322 for this DRB;
2>	release the RLC entity or entities;
2>	release the DTCH logical channel;
2>	if the DRB was configured with pdcp-config and new DRB is not added with same eps-BearerIdentity in drb-ToAddModList nor radioBearerConfig1 nor in radioBearerConfig2:
3>	if the procedure was triggered due to handover:
4>	indicate the release of the DRB and the eps-BearerIdentity of the released DRB to upper layers after successful handover;
3>	else:
4>	indicate the release of the DRB and the eps-BearerIdentity of the released DRB to upper layers immediately.
NOTE 1:	The UE does not consider the message as erroneous if the drb-ToReleaseList includes any drb-Identity value that is not part of the current UE configuration.
NOTE 2:	The association of eps-BearerIdentity to an NR PDCP configuration as defined in TS 38.331 [82] can be included in the same message that releases an DRB associated to the same eps-BearerIdentity.

End of Modified Subclause



