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6.3.2	Radio resource control information elements
[bookmark: _Toc510018623]–	MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for E‑UTRA cells.
[bookmark: _Hlk497717758]MeasObjectEUTRA information element


-- ASN1START
-- TAG-MEAS-OBJECT-EUTRA-NR-START

MeasObjectEUTRA ::=							SEQUENCE {
	carrierFreq									ARFCN-ValueEUTRA,									
	allowedMeasBandwidth						EUTRA-AllowedMeasBandwidth,
	cellsToRemoveListEUTRAN						EUTRA-CellIndexList			OPTIONAL,	-- Need N
	cellsToAddModListEUTRAN						SEQUENCE (SIZE (1.. maxCellMeasEUTRA)) OF EUTRA-Cell		    OPTIONAL,	-- Need N
	blackCellsToRemoveListEUTRAN				EUTRA-CellIndexList				OPTIONAL,	-- Need N
	blackCellsToAddModListEUTRAN				SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF EUTRA-BlackCell	OPTIONAL,	-- Need N
	cellForWhichToReportCGI						EUTRA-PhysCellId				OPTIONAL,	-- Need R
	eutra-PresenceAntennaPort1					EUTRA-PresenceAntennaPort1 	,
	eutra-Q-OffsetRange							EUTRA-Q-OffsetRange 	OPTIONAL,	-- Need R
	widebandRSRQ-Meas							BOOLEAN			
	...
}

EUTRA-CellIndexList ::=						SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF EUTRA-CellIndex

EUTRA-CellIndex ::=					INTEGER (1..maxCellMeasEUTRA)


EUTRA-Cell ::=	SEQUENCE {
	cellIndex							EUTRA-CellIndex,
	physCellId							EUTRA-PhysCellId,
	cellIndividualOffset				EUTRA-Q-OffsetRange
}


EUTRA-BlackCell ::=	SEQUENCE {
	cellIndex							EUTRA-CellIndex,
	physCellIdRange						EUTRA-PhysCellIdRange
}




-- TAG-MEAS-OBJECT-EUTRA-NR-STOP
-- ASN1STOP



	MeasObjectEUTRA field descriptions

	widebandRSRQ-Meas
If this field is set to TRUE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16]. E-UTRAN can set the field true if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is set to FALSE.
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