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1. Overall Description:
RAN2 has discussed the configuration of SDL + SUL carriers and observed that it is currently not always possible to dinstinguish those from certain other band combinations. To cite an example using bands A+B+C, in current RAN2 UE capability signaling , network would not be able to distinguish which of the following two band combinations UE supports since the signalling would be identical for both cases:
NR Band combination 1: Band A (FDD/TDD UL+DL) + (SUL Band B + SDL Band C)

NR Band combination 2: (Band A (FDD/TDD UL+DL) + SUL Band B) + SDL Band C
Therefore, RAN2 would like to ask RAN4 whether RAN4 sees any need to differentiate the UE capability signalling for supporting these two cases. In other words, if UE supports band combination 1, will it always support also band combination 2 and vice versa?
Also, it is RAN2’s current understanding that a band combination would not have more than one SUL and one SDL band in Rel-15. RAN2 would request RAN4 to clarify if this is correct assumption.
2. Actions:
To RAN1:

RAN2 would like to ask RAN4 to provide the feedback on the questions in this LS:

· Does UE capability signalling need to distinguish the SUL+SDL cases?
· Can UE support a band combination that contains more than one SUL and one SDL band?
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting #103bis

8 - 12 October 2018, Chengdu, China
cTSG-RAN2 Meeting #104

12 – 16 November 2018, Spokane, USA


