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************************************ Start of First Change ******************************************
5.3.2.3
Reception of the Paging message by the UE
Upon receiving the Paging message, the UE shall:

1>
if in RRC_IDLE, for each of the PagingRecord, if any, included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity and accessType (if present) to the upper layers;

1>
if in RRC_INACTIVE, for each of the PagingRecord, if any, included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches the UE’s stored I-RNTI:
3> if UE is configured by upper layers with access identity 1:

          4> initiate RRC connection resume procedure in 5.3.13 with cause value set to ‘mps-PriorityAccess’;
        3> else if UE is configured by upper layers with access identity 2:

         4> ini tiate RRC connection resume procedure in 5.3.13 with cause value set to ‘mcs-PriorityAccess’;
      3>else if U E is configured by upper layers with one or more access identities equal to 11-15:
4>
initiate RRC connection resume procedure in 5.3.13 with cause value set to ‘highProrityAccess’;

      3> else:
        4> initiate the RRC connection resumption procedure according to 5.3.13 with cause value set to ‘mt-access’;
2>
else if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity to upper layers and accessType (if present) to the upper layers;
3> perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause ‘CN paging’;
************************************ Changes End *****************************************
