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	Reason for change:
	Currently, BWP switch can be controlled/triggered by the PDCCH, RRC signalling or MAC entity itself when RACH is initiated. If BWP switch is triggered by either case, it’s possible that the bwp-InactivityTimer is expired during the BWP switch delay. When such case happens, it may cause ambiguity issue to the UE.

Upon initiation of RACH procedure, the UE firstly perform possible BWP switch, e.g., switch DL BWP to the BWP with the same index as the UL BWP. Then, the bwp-InactivityTimer is stopped if it’s running, as bellow:

Upon initiation of the Random Access procedure on a Serving Cell, the MAC entity shall for this Serving Cell:
1>	if PRACH occasions are not configured for the active UL BWP:
2>	switch the active UL BWP to BWP indicated by initialUplinkBWP;
2>	if the Serving Cell is a SpCell:
3>	switch the active DL BWP to BWP indicated by initialDownlinkBWP.
1>	else:
2>	if the Serving Cell is a SpCell:
3>	if the active DL BWP does not have the same bwp-Id as the active UL BWP:
4>	switch the active DL BWP to the DL BWP with the same bwp-Id as the active UL BWP.
1>	stop the bwp-InactivityTimer associated with the active DL BWP of this Serving Cell, if running.
1>	if the Serving Cell is SCell:
2>	stop the bwp-InactivityTimer associated with the active DL BWP of SpCell, if running.
It can be understood that the yellow highlighted part is firstly executed then followed by the green highlighted part. If this is the understanding, the bwp-InactivityTimer will possibly expire in the BWP switch delay which is not controlled by the network since when to initiate RACH is transparent to the network.

	
	

	Summary of change:
	The MAC entity will firstly stop the bwp-InactivityTimer then perform possible BWP switching upon initiation of the RACH procedure.
Impact analysis
Impacted functionality:
BWP operation

Inter-operability:
1. If the network is implemented according to the CR and the UE is not there is no inter-operability issue.
2. If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	For BWP switching due to RACH initiation, the bwp-InactivityTimer may expire in the BWP switch delay which can not be solved by the network
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[bookmark: _Toc525610810]5.15	Bandwidth Part (BWP) operation
In addition to clause 12 of TS 38.213 [6], this subclause specifies requirements on BWP operation.
A Serving Cell may be configured with one or multiple BWPs, and the maximum number of BWP per Serving Cell is specified in TS 38.213 [6].
The BWP switching for a Serving Cell is used to activate an inactive BWP and deactivate an active BWP at a time. The BWP switching is controlled by the PDCCH indicating a downlink assignment or an uplink grant, by the bwp-InactivityTimer, by RRC signalling, or by the MAC entity itself upon initiation of Random Access procedure. Upon RRC (re-)configuration of firstActiveDownlinkBWP-Id and/or firstActiveUplinkBWP-Id for SpCell or activation of an SCell, the DL BWP and/or UL BWP indicated by firstActiveDownlinkBWP-Id and/or firstActiveUplinkBWP-Id respectively (as specified in TS 38.331 [5]) is active without receiving PDCCH indicating a downlink assignment or an uplink grant. The active BWP for a Serving Cell is indicated by either RRC or PDCCH (as specified in TS 38.213 [6]). For unpaired spectrum, a DL BWP is paired with a UL BWP, and BWP switching is common for both UL and DL.
For each activated Serving Cell configured with a BWP, the MAC entity shall:
1>	if a BWP is activated: 
2>	transmit on UL-SCH on the BWP;
2>	transmit on RACH on the BWP, if PRACH occasions are configured;
2>	monitor the PDCCH on the BWP;
2>	transmit PUCCH on the BWP, if configured; 
2>	report CSI for the BWP;
2>	transmit SRS on the BWP, if configured;
2>	receive DL-SCH on the BWP;
2>	(re-)initialize any suspended configured uplink grants of configured grant Type 1 on the active BWP according to the stored configuration, if any, and to start in the symbol according to rules in subclause 5.8.2.
1>	if a BWP is deactivated:
2>	not transmit on UL-SCH on the BWP;
2>	not transmit on RACH on the BWP;
2>	not monitor the PDCCH on the BWP;
2>	not transmit PUCCH on the BWP;
2>	not report CSI for the BWP;
2>	not transmit SRS on the BWP;
2>	not receive DL-SCH on the BWP;
2>	clear any configured downlink assignment and configured uplink grant of configured grant Type 2 on the BWP;
2>	suspend any configured uplink grant of configured grant Type 1 on the inactive BWP.
Upon initiation of the Random Access procedure on a Serving Cell, the MAC entity shall for this Serving Cell:
1>	stop the bwp-InactivityTimer associated with the active DL BWP of this Serving Cell, if running.
1>	if the Serving Cell is SCell:
2>	stop the bwp-InactivityTimer associated with the active DL BWP of SpCell, if running.
1>	if PRACH occasions are not configured for the active UL BWP:
2>	switch the active UL BWP to BWP indicated by initialUplinkBWP;
2>	if the Serving Cell is a SpCell:
3>	switch the active DL BWP to BWP indicated by initialDownlinkBWP.
1>	else:
2>	if the Serving Cell is a SpCell:
3>	if the active DL BWP does not have the same bwp-Id as the active UL BWP:
4>	switch the active DL BWP to the DL BWP with the same bwp-Id as the active UL BWP.
1>	stop the bwp-InactivityTimer associated with the active DL BWP of this Serving Cell, if running.
1>	if the Serving Cell is SCell:
2>	stop the bwp-InactivityTimer associated with the active DL BWP of SpCell, if running.
1>	perform the Random Access procedure on the active DL BWP of SpCell and active UL BWP of this Serving Cell.
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