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1 Introduction
At RAN#80, the Rel-16 work item on additional enhancements for NB-IoT was approved [1]. One of the objectives in this work item is to introduce signalling to indicate presence of NRS on a non-anchor carrier for paging.
Improved multi-carrier operation:

· Specify signalling to indicate on a non-anchor carrier for paging a set of subframes which will contain NRS even when no paging NPDCCH is transmitted [RAN1, RAN2, RAN4] 

At RAN1#94, two initial agreements were made as follows: 
Agreement 

The presence of NRS on subframes which will contain NRS even when no paging NPDCCH is transmitted is enabled by broadcast signalling.

· Above applies only for non-anchor carriers

Agreement

For the objective on presence of NRS on a non-anchor carrier for paging, consider the following use case:

· Early termination of NPDCCH/WUS

Above is not intended to restrict the study of other use cases in other WGs which may or may not have RAN1 specification impact

Further agreements were made at RAN1#94bis as follows:

	Agreement

The presence of NRS on subframes which will contain NRS even when no paging NPDCCH is transmitted is enabled by SIB.
Agreement
Subframes which will contain NRS even when no paging NPDCCH is transmitted are associated to a PO.

· FFS: Whether PO is from UE perspective or NW perspective

Agreement
A subset of the POs have associated subframes which will contain NRS even when no paging NPDCCH is transmitted.

FFS: Details of the subset, whether it depends on some existing parameters such as DRX cycle or new parameters by configuration

FFS: Whether the subset can be the whole set of POs by configuration.

For next meeting:

Companies are encouraged to consider increased network power consumption and interference, decreased chance for dynamic sharing with other RATs (e.g. NR), paging performance, reduced UE power consumption in the setting of presence of NRS when no paging is sent on a non-anchor carrier


In this document, we discuss the presence of NRS on a non-anchor carrier for paging from RAN2 point of view. 
This document is a revision of [3] submitted at RAN2#103bis where we take into account the agreements made at RAN1#94bis.
2 Discussion
2.1 Configuration of NRS on non-anchor carrier
According to RAN1 agreements, the presence of NRS on a non-anchor carrier when there is no paging NPDCCH is enabled by system information. The non-anchor carrier paging configuration is provided in SIB22, so it is suggested to include the NRS configuration for a non-anchor carrier in SIB 22.  

Proposal 1: NRS presence is configured in SIB22-NB. 
The NRS presence on a non-anchor carrier can be enabled per cell or individually for each non-anchor paging carrier. Considering the use cases that are considered, early termination of NPDCCH / WUS and/ or RRM measurements, it seems reasonable to enable this feature per cell.

Proposal 2: NRS presence is enabled per cell. 
RAN1 has agreed that the subframes which will contain NRS even when no paging NPDCCH is transmitted are associated to a PO and that a subset of the POs have associated subframes which will contain NRS even when no paging NPDCCH is transmitted. 

Considering that the PO distribution is carrier specific (parameter nB), it is likely that the subframes/PO configuration will also be carrier specific. However, we propose to wait for more details from RAN1 before concluding. 

Proposal 3: Wait for further RAN1 progress before deciding whether carrier specific configuration is needed.

2.2 RRM measurement on non-anchor carrier

Whether the NRS can be used to perform RRM measurements on a non-anchor carrier is a potential use case. According to [2], if there is a paging on the non-anchor carrier, there is NRS on the non-anchor carrier. That means there is NRS on non-anchor carrier to support RRM measurement if needed. 
During the Rel-14 discussions about non-anchor carrier paging, it was discussed whether to support RRM measurements on non-anchor paging carrier or not. At the time (RAN2#96), the conclusion in RAN2 was no but this was partly due to NRS not being transmitted continuously on a non-anchor carrier.

In Rel-16, even if there is no paging NPDCCH, the NRS exists on a non-anchor carrier, this enables the RRM measurement on non-anchor carrier. Performing RRM measurement on non-anchor carrier benefits the UE’s power consumption by reducing the switch between anchor carrier and non-anchor carrier and allowing to perform the measurements in parallel of NPDCCH monitoring. 
Proposal 4: RRM measurement on non-anchor carrier is supported. 
3 Conclusion
In this document, we have discussed the support of NRS presence on non-anchor carrier and made the following proposals: 
Proposal 1: NRS presence is configured in SIB22-NB. 
Proposal 2: NRS presence is enabled per cell. 
Proposal 3: Wait for further RAN1 progress before deciding whether carrier specific configuration is needed 

Proposal 4: RRM measurement on non-anchor carrier is supported. 
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