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	Reason for change:
	At RAN2#99bis meeting, it was agreed that DL SPS can be configured simultaneously for different serving cells.
Agreements:

1. SPS/GF operation can be active simultaneously for PCell/PSCell and SCell.   This applies to both Type 1 and Type 

Therefore, it was specified in TS 38.321 (section 5.8.1) that:

Semi-Persistent Scheduling (SPS) is configured by RRC per Serving Cell and per BWP. Multiple configurations can be active simultaneously only on different Serving Cells. Activation and deactivation of the DL SPS are independent among the Serving Cells.

However, the current TS 38.331 did not reflect the agreement, but 1) does not mention DL SPS can be configured for PSCell, and 2) limit the SPS configuration to be at only one cell per CG (section 6.3.2).
The SPS-Config IE is used to configure downlink semi-persistent transmission. Downlink SPS may be configured on the PCell as well as on SCells. But it shall not be configured for more than one serving cell of a cell group at once.

	
	

	Summary of change:
	Correct the wrong limitation in 38.331 on DL SPS configuration, by direct deleting the related part, considering that has been described in TS 36.321 clearly.
Impact analysis
Impacted functionality:

DL SPS configuration
Inter-operability: 

If the UE is implemented according to this CR but the network is not, there is no inter-operability problem.

If the network is implemented according to this CR but the UE is not, there is no inter-operability problem.

	
	

	Consequences if not approved:
	Misalignment between UP and CP.
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SPS-Config

The SPS-Config IE is used to configure downlink semi-persistent transmission. 
<Unchanged Texts Omitted>
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