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	Reason for change:
	In the SFTD measurement report, UE could optionally include the RSRP result of the target NR cell(s). Currently, it is specified that the UE shall include the RSRP “if available according to performance requirements”. However, based on 36.133 8.1.2.4.25.2, there are different delay requirement for SFTD measurement with or without RSRP. So, it is unclear that whether UE should spend longer time to get the RSRP result and report. A clear indication is required.


	
	

	Summary of change:
	Reuse existing signaling (IE reportQuantityCellNR-r15) to indicate whether UE should include RSRP in SFTD measurement report.

Impact analysis
Impacted functionality: 

SFTD measurement
Inter-operability:
If the network is implemented according to this CR while the UE is not, there is inter-operability issue. The network will expect that UE includes RSRP result in the SFTD report while the IE reportQuantityCellNR-r15 is included. But the UE may not include the RSRP result.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue. 


	
	

	Consequences if not approved:
	It is unclear whether UE should include the RSRP result in SFTD measurement or not. 
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5.5.5
Measurement reporting

5.5.5.1
General

<Cut to the change>
1>
if the reportSFTD-Meas is set to neighborCells or pSCell within the corresponding reportConfigInterRAT for this measId, for each applicable cell for which results are available:

2>
set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;

2> if the reportQuantityCellNR is set to ss-rsrp within the corresponding reportConfigInterRAT for this measId
3>
include rsrpResult set to the RSRP of the concerned cell;
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