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	Reason for change:
	The handling of MAC entity in the current specification is incorrect: MAC entity is not created but exists from the beginning, and UE merely reset MAC and releases corresponding configuration e.g. upon state transition.

Furthermore, since the RRC does not specify the case about the release of SCG MAC entity (but just reset MAC), the specification does not have to specify the case for the creation of SCG MAC entity as well.


	
	

	Summary of change:
	Creation of MCG/ SCG MAC entity is removed.
The change is applicable to EN-DC and SA.
Impact analysis

Impacted functionality:

Modelling of MAC entity.
Inter-operability:

If the network is implemented according to the CR while the UE is not, no interoperability problems are foreseen.
If the UE is implemented according to the CR while the network is not, no interoperability problems are foreseen.
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5.3.5.5.5
MAC entity configuration

The UE shall:




1>
reconfigure the MAC main configuration of the cell group in accordance with the received mac-CellGroupConfig other than tag-ToReleaseList and tag-ToAddModList;

1>
if the received mac-CellGroupConfig includes the tag-ToReleaseList:

2>
for each TAG-Id value included in the tag-ToReleaseList that is part of the current UE configuration:

3>
release the TAG indicated by TAG-Id;

1>
if the received mac-CellGroupConfig includes the tag-ToAddModList:

2>
for each tag-Id value included in tag-ToAddModList that is not part of the current UE configuration (TAG addition):

3>
add the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer;

2>
for each tag-Id value included in tag-ToAddModList that is part of the current UE configuration (TAG modification):

3>
reconfigure the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer.

