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	Reason for change:
	The UE is not required to support call back after an emergency call in limited service state. 
It is currently specified that when the UE is in Camped Normally state or Camped on Any Cell state the UE shall monitor the paging channel. It is not clear that when the UE is in Camped on Any Cell state the UE the UE is only required to monitor Short message to receive ETWS/CMAS notifications.

	
	

	Summary of change:
	In section 5.2.5 Camped Normally state it is clarified that the UE shall be able to receive Paging message on PDSH and monitor Short message on PDCCH using P-RNTI.
In section 5.2.8 Camped on Any Cell state it is clarified that the UE shall monitor Short message on PDCCH using P-RNTI.

Impact Analysis

Impacted functionality:

Paging

Inter-operability:

There is no interoperability issue

	
	

	Consequences if not approved:
	The paging requirements are not clear when the UE is in Camped Normally state or Camped on Any Cell state.

	
	

	Clauses affected:
	5.2.5, 5.2.8

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Start of modified section>
5.2.5
Camped Normally state

When camped normally, the UE shall perform the following tasks:

-
monitor the paging channel of the cell as specified in clause 7 according to information broadcast in SIB1;

-
monitor Short Messages transmitted with P-RNTI over DCI as specified in section 6.5 in TS 38.331 [3];

-
monitor relevant System Information as specified in TS 38.331 [3];

-
perform necessary measurements for the cell reselection evaluation procedure;

-
execute the cell reselection evaluation process on the following occasions/triggers:

1)
UE internal triggers, so as to meet performance as specified in TS 38.133 [8];

2)
When information on the BCCH used for the cell reselection evaluation procedure has been modified.

<End of modified section>
<Start of modified section>
5.2.8
Camped on Any Cell state

This state is only applicable for RRC_IDLE state. In this state, the UE shall perform the following tasks:

-
monitor Short Messages transmitted with P-RNTI over DCI as specified in section 6.5 in TS 38.331 [3];


-
monitor relevant System Information as specified in TS 38.331 [3];

-
perform necessary measurements for the cell reselection evaluation procedure;

-
execute the cell reselection evaluation process on the following occasions/triggers:

1)
UE internal triggers, so as to meet performance as specified in TS 38.133 [8];

2)
When information on the BCCH used for the cell reselection evaluation procedure has been modified.

-
regularly attempt to find a suitable cell trying all frequencies of all RATs that are supported by the UE. If a suitable cell is found, UE shall move to camped normally state.
<End of modified section>
