[bookmark: _Hlk513098861][bookmark: _Toc510018434]3GPP TSG-RAN WG2#104	R2-1817291
Spokane, Washington, USA, 12-16 November 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.331
	CR
	0627
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	[bookmark: _Hlk528848060]CR to  38.331 on IRAT Cell reselection in RRC_INACTIVE

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	RAN2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-10-31

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In Release 15, mobility to other RAT in RRC_INACTIVE is not supported. For cell reselection while in RRC_INACTIVE it is however still possible that UE reselects to other RAT. Then, the UE should transition to RRC_IDLE (and start RRC setup in new RAT). 
This should be reflected in 38.331.
[bookmark: _GoBack]The RNA Update paragraph (5.3.13.8) needs to include that at Inter-RAT reselection, the UE should go to IDLE. 
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[bookmark: _Toc500942635][bookmark: _Toc509405757][bookmark: _Hlk504049857][bookmark: _Hlk504055217]START OF THE CHANGE

[bookmark: _Toc525763209]5.3.13.8	RNA update
Upon entering RRC_INACTIVE state, the UE shall:
1>	if T380 expires; or
1>	if upon cell reselection the UE enters an RNA not belonging to the configured ran-NotificationAreaInfo:
2>	if upper layers request resumption of an RRC connection;
3>	initiate RRC connection resume procedure in 5.3.13.2 with cause value set in accordance with the information received from upper layers;
2>	else:
3>	initiate RRC connection resume procedure in 5.3.13.2 with cause value set to 'rna-Update';
Editor's Note: FFS How to handle simultaneous NAS triggered events and AS triggered events (except TAU and RNAU, which has been explicitly agreed).
1>	if barring is alleviated for Access Category [the standardised RAN specific access category], as specified in 5.3.14.4:
Editor's Note: Which value to use for the standardised RAN specific access category needs to be confirmed by SA1.
2>	if upper layers do not request RRC the resumption of an RRC connection, and
2>	if the variable pendingRnaUpdate is set to 'TRUE':
3>	set the variable pendingRnaUpdate to 'FALSE';
3>	initiate RRC connection resume procedure in 5.3.13.2 with cause value set to 'rna-Update'.
Upon reselecting to an inter-RAT cell, the UE shall:
1>	perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12, with release cause 'other';
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