Page 1



3GPP TSG-RAN2 Meeting #104 
R2-1817345
Spokane, USA, 12th – 16th November, 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.321
	CR
	0548
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	BFR procedure in DRX

	
	

	Source to WG:
	LG Electronics Inc.

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-11-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
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Beginning of changes
5.17
Beam Failure Detection and Recovery procedure

The MAC entity may be configured by RRC with a beam failure recovery procedure which is used for indicating to the serving gNB of a new SSB or CSI-RS when beam failure is detected on the serving SSB(s)/CSI-RS(s). Beam failure is detected by counting beam failure instance indication from the lower layers to the MAC entity.

RRC configures the following parameters in the BeamFailureRecoveryConfig and the RadioLinkMonitoringConfig for the Beam Failure Detection and Recovery procedure:

-
beamFailureInstanceMaxCount for the beam failure detection;

-
beamFailureDetectionTimer for the beam failure detection;

-
beamFailureRecoveryTimer for the beam failure recovery procedure;

-
rsrp-ThresholdSSB: an RSRP threshold for the beam failure recovery;

-
powerRampingStep: powerRampingStep for the beam failure recovery;

-
powerRampingStepHighPriority: powerRampingStepHighPriority for the beam failure recovery;

-
preambleReceivedTargetPower: preambleReceivedTargetPower for the beam failure recovery;

-
preambleTransMax: preambleTransMax for the beam failure recovery;

-
scalingFactorBI: scalingFactorBI for the beam failure recovery;

-
ssb-perRACH-Occasion: ssb-perRACH-Occasion for the beam failure recovery;

-
ra-ResponseWindow: the time window to monitor response(s) for the beam failure recovery using contention-free Random Access Preamble;

-
prach-ConfigurationIndex: prach-ConfigurationIndex for the beam failure recovery;

-
ra-ssb-OccasionMaskIndex: ra-ssb-OccasionMaskIndex for the beam failure recovery;

-
ra-OccasionList: ra-OccasionList for the beam failure recovery.

The following UE variables are used for the beam failure detection procedure:

-
BFI_COUNTER: counter for beam failure instance indication which is initially set to 0.

The MAC entity shall:

1>
if beam failure instance indication has been received from lower layers:

2>
start or restart the beamFailureDetectionTimer;

2>
increment BFI_COUNTER by 1;

2>
if BFI_COUNTER >= beamFailureInstanceMaxCount:

3>
if beamFailureRecoveryConfig is configured for the active UL BWP:

4>
start the beamFailureRecoveryTimer, if configured;

4>
initiate a Random Access procedure (see subclause 5.1) on the SpCell by applying the parameters powerRampingStep, preambleReceivedTargetPower, and preambleTransMax configured in beamFailureRecoveryConfig.

3>
else:

4>
initiate a Random Access procedure (see subclause 5.1) on the SpCell.

1>
if the beamFailureDetectionTimer expires; or

1>
if beamFailureDetectionTimer, beamFailureInstanceMaxCount, or any of the reference signals used for beam failure detection is reconfigured by upper layers:

2>
set BFI_COUNTER to 0.

1>
if the Random Access procedure is successfully completed (see subclause 5.1):

2>
set BFI_COUNTER to 0;

2>
stop the beamFailureRecoveryTimer, if configured;

2>
consider the Beam Failure Recovery procedure successfully completed.

NOTE: 
If beam failure is detected when UE is not in DRX active time (as specified in subclause 5.7), it is up to UE implementation when to perform beam failure recovery procedure.
End of changes

