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1.
Introduction

In the new SI on NR IIoT, the scheduling enhancement for the support for URLLC is considered as one objective for study in R16 [1]. In this contribution, we intend to discuss the requirement of URLLC traffic including the wireless Ethernet for the support of TSN, and provide our views on the potential scheduling enhancements to the current mechanism to satisfy the requirements. 
2. Discussion
According to the revised SID [1], the following new use cases need to be considered in the NR IIoT

· New Release 16 use cases with higher requirements

· Factory automation

· Transport Industry

· Electrical Power Distribution
Thus, it is beneficial to understand the requirements of the new use cases as the first step. Then based on the requirements, we can further check whether the current scheduling mechanism can meet the QoS requirement or not. 
2.1
Review of QoS characteristics of the new use cases
As the starting point, we first look at the R15 specification on the standardized QoS characteristics and extract some typical services which is summarized in the following table 1 from SA2 TS 23.501 [2]. 
Table 1. Standardized 5QI to QoS characteristics mapping related to use cases of IIoT
	5QI

Value
	Resource Type
	Default Priority Level
	Packet Delay Budget
	Packet Error

Rate 
	Default Maximum Data Burst Volume
(NOTE 2)
	Default

Averaging Window
	Example Services

	83
	
	22
	10 ms
(NOTE 4)
	10-4
	1358 bytes

(NOTE 3)
	2000 ms
	Discrete Automation (see TS 22.261 [2])

	84
	
	24
	30 ms

(NOTE 6)
	10-5
	1354 bytes
	2000 ms
	Intelligent transport systems (see TS 22.261 [2])

	85
	
	21
	5 ms

(NOTE 5)
	10-5
	255 bytes
	2000 ms
	Electricity Distribution- high voltage (see TS 22.261 [2])


From the table, it is interesting to see that the new use cases of IIoT have been considered in SA2 R15. For instance, discrete automation marked as 5QI = 83 as typical QoS characteristics is used in the field of factory automation. Intelligent transport with 5QI = 84 can be regarded as example service of the transport industry, and electrify distribution-high voltage is one application of the electrical power distribution. Regarding the QoS characteristics, packet delay and packet error rate can be considered as the common requirements of URLLC service. However, the maximum data burst volume (MDBV), which is not new concept and was discussed in R15, can be regarded as the normal requirement of IIoT traffic for the new use cases. 
Observation 1: Regarding the new use cases in NR IIoT, MDBV is the common requirement to be satisfied by RAN.
As discussed in the last RAN2 meeting on the evaluation of IIoT, 0.5ms and 99.999999% can be regarded as the most stringent requirement for the IIoT traffic, as specified in TR 22.804 [3]. Therefore, the new use cases put even higher requirements in terms of the packet delay budget and packet error rate, which is also a new challenge to the uplink scheduling in NR. 
Observation 2: NR IIoT brings higher requirements in terms of packet delay budget and packet error rate, which is another new challenge to NR scheduling mechanism.
For the motion control and distributed voltage control as specified in TR 22.804, the two consecutive packets should be delivered for an extremely high requirement as follows, which is another new challenge to the NR scheduling. The 5G system shall ensure error-free transmission of a second message within the survival time if the transmission of the previous message failed.
All messages exchanged have to be properly secured (especially in terms of data integrity and authenticity) and the probability of two consecutive packet errors shall be negligible. This is because a single packet error may be tolerable, but two consecutive packet errors may lead to erroneous frequency correction commands, which may cause outages of parts of the local grid. This may cause significant financial damage. 
Observation 3: NR IIoT requires error-free transmission of a second packet within the survival time if the transmission of the previous message failed.
 2.2
Potential scheduling enhancement

MDBV is used in radio admission control to assess how many Delay Critical GBR bearers can be supported in parallel in a cell. If Delay Critical GBR bearers started sending more data than initially planned by the MDBV, the gNB would have no other choices but to take the statistical variations into account when performing admission control, thereby reducing not only the number of Delay Critical GBR bearers it allows but any type of bearers for which resources need to be guaranteed. For the UL LCP procedure, it is possible that more resources are allocated to the Delay Critical GBR bearers by affecting the other GBR bearers in the absence of MDBV consideration. However, due to the limited time for the completion of R15, it was decided for the NW to guarantee the MDBV by allocating the dedicated resource, e.g. BWP or CC to the Delay Critical GBR with MDBV requirement, which cause waste of radio resource as a result [4]. 
· In Rel-15 we don't make further changes in order to meet MDBV
In consideration of the potential solution to guarantee the reliability requirement for IIoT traffic, e.g. redundancy transmission with more than 2 legs, how to improve the resource efficiency would become more significant. Therefore, it is worthy to consider the MDBV enforcement in the LCP procedure by not assuming the dedicated resource assignment.
Proposal 1: Enhancements for MDBV enforcement should be considered in the LCP procedure for IIoT traffic to improve resource efficiency.
To ensure the reliable transmission, PHY enhancement is introduced in R15 by differentiating the different type of resources for transmission in order to match the different requirement of services, e.g. higher target BLER CQI and MCS table for URLLC service. How to enable the URLLC service on the suitable transmission resource was discussed and was decided to handle it in R16 [5]. Given that it is common understanding that the use case of simultaneous transmission of eMBB and URLLC per UE for intra-UE multiplexing/prioritization, from the MAC layer perspective, we see some benefits to match the URLLC service to the resource with higher reliability in case of intra-UE multiplexing of eMBB and URLLC. Otherwise, URLLC services with higher priority will be always accommodated into the MAC PDU by the current LCP procedure. 

Proposal 2:  Reliability indicated by the uplink grant shall be considered in the LCP procedure for the simultaneous support of eMBB and URLLC services for a UE.
How to guarantee the “latency requirement” was also discussed in the R15 and the restriction of “PUSCH duration” is therefore introduced in the LCP before assembling the MAC PDU. The intention is to make sure the service with short latency requirement to be served by the suitable uplink grant with a “short TTI”. Consider the non-periodic IIoT traffic, the arrival time of each packet is arbitrary. Therefore, it is beneficial to transmit the packet with the most urgent delay requirement, not just taking the fixed priority of each logical channel in the LCP procedure. It can be foreseen that such requirement also need coordination of packet delay estimation and measurement and other L2 enhancement, which should be also involved in this SI.
Proposal 3:  The urgency of packet of the IIoT traffic should be considered in the LCP procedure to make sure the delay per packet can be satisfied.
As discussed in the previous subsection, how to make sure the error-free transmission of a second message within the survival time if the transmission of the previous message failed is another challenge to the scheduling procedure. Regardless of the visibility of survival time, it seems beneficial to study how to ensure the error-free transmission of consecutive packets as the starting point. Given the coupling between the error-free transmission and survival time, we think both should be started together in the scheduling enhancement.

Proposal 4: The impact of survival time and error-free transmission of the consecutive two packets should be considered.
We also provide the TP to the scheduling enhancement in the annex.
3. Conclusion
In this contribution, we present our views on the scheduling enhancement to the support of IIoT new use cases by investigating the QoS requirements, and have the following observation and proposals.
Observation 1: Regarding the new use cases in NR IIoT, MDBV is the common requirement to be satisfied by RAN.

Observation 2: NR IIoT brings higher requirements in terms of packet delay budget and packet error rate, which is another new challenge to NR scheduling mechanism.

Observation 3: NR IIoT requires error-free transmission of a second packet within the survival time if the transmission of the previous message failed.
Proposal 1: Enhancements for MDBV enforcement should be considered in the LCP procedure for IIoT traffic to improve resource efficiency.

Proposal 2:  Reliability indicated by the uplink grant shall be considered in the LCP procedure for the simultaneous support of eMBB and URLLC services for a UE.
Proposal 3:  The urgency of packet of the IIoT traffic should be considered in the LCP procedure to make sure the delay per packet can be satisfied.
Proposal 4: The impact of survival time and error-free transmission of the consecutive two packets should be considered.

4. Reference
[1]
RP-182090, “Revised SID: Study on NR Industrial Internet of Things (IoT)”, Nokia, Nokia Shanghai Bell. 
[2] TS 23.501
[3] TR 22.804

[4] RAN2#102 Report.
[5] RAN2#NR1807 Report.

5. Annex TP

6.5
QoS and scheduling enhancements
Editor’s note: RAN2 responsibility with potential PHY impacts handled by RAN1

Regarding the new use cases in this study item as defined in [2], the following aspects can be considered for QoS and scheduling enhancements:

· Enhancements for MDBV enforcement should be considered in the LCP procedure for IIoT traffic to improve resource efficiency;

· Reliability indicated by the uplink grant shall be considered in the LCP procedure for the simultaneous support of eMBB and URLLC services for a UE;

· The urgency of packet of the IIoT traffic should be considered in the LCP procedure to make sure the delay per packet can be satisfied;

· The impact of survival time and error-free transmission of the consecutive two packets should be considered.

